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JAPANESE INDUSTRIAL STANDARD JIS
Pajamas I L 4115-1963

1,  Scope
This standard covers the pajamas, except those which hosiery cloth is used.

2. 7 Classification

The pajamas shall be class1f1ed into 13 classes ( ) given in Table 1 in accord-
ance with measurement

Table 1
Division - Classification (Designation) 7
Pajamas for children No.2 No.4 No.6 No.8 No.l0
Pajamas for junior JS JM

Ments S Men's M Men's L.

Pajamas for adult Women's S Women's M Women's L

Note (!) Classification corresponding to body shall be as

follews:
Body (Standard | Gorresponding {|Body (Standard | Corresponding
height) cm class (Designation)l| height) cm | class (Designation)
| 96 No.2 162 Menls 5
104 No, 4" 167 Men's M
111 No.6 170 | Men's L
124 No.8 155 | Women's S
135 , No.10 7 160 Women's M
146 , JS 165 Women's L
155 ) JM |

3. Material

3.1 Basic Cloth Basic cloth to be used shall be free from such defects which
may affect quality as ununiform dye, ununiform weaving, defect of weaving and
stain etc., within +2% in shrinkage percentiage, Class 4 or more for both change
in colour and dye stain in colour fastness to washing of dyed cloth, Class 4 or
more in colour fastness to light, and be suitable for the pajamas,

3.2 Sewing Thread Sewing thread to be uséd shall be equal to or better than
that of JIS L 2101-Cotton Sewing Thread, in quallty, and shall conform to the
cloth as stipulated in Table 2,
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