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UDC 685.46
’ JAPANESE INDUSTRIAL STANDARD JIS
Working Gloves L 4131-1986
1. Scope
. This Japanese Industrial. Standard specifies the gloves for adults which

are made of knitted goods and manufactured for general workings, herein-
after referred to as the "working glove". Provided that the working gloves
to be used for special workings such as gloves, which have been applied
with resin on the whole surface or one part of it, are excluded.

Remark: The units and numerical values given in { } in this stand-
ard are in accordance with the conventional units and are
the specified values.

2. Classification
The working gloves shall be classified as shown in Table 1 according
" to the raw yarn used.
Table 1, Classification
Class of working gloves Raw yarn used

100 % cotton spinned yarn, 7
Pure cotton gloves Provided that the allowable limits of
' mixture rate shall be 1 %.

Cotton and the other fibres except cotton
are mixed in the structural fibre. The
cotton spinned yarn of less than 50 $ in
mixture rate of the synthetic fibre.

Cotton mixed gloves

Cotton spinned yarn of not less than 50 %

Made of cotton in mixture rate of the synthetic fibre in

spinned yarn

Synthetic the constituting fibres.

fibre '

gloves Wool spinned yarn of not less than 50 $ in
Q Made of wool mixture rate of the synthetic fibre in the

spinned yarn

constituting fibres.,

Yarn of which one part or the whole is

ndenser yarn glove
Condenser ya g condenser yarn.,

3. Quality

3.1 Appearance The gloves shall be a well-proportioned pair and be
free from dirt, flaws and other defects likely to impair their appearance.

3.2 Structure

3.2.1 Knitting The gloves shall be not remarkable in defective knit-
ting such as broken-organization, irregular knitting and the like, and
favorable in stop of knitting. Furthermore, the number of courses of each
part shall be not less than the value given in Fig. 1.

Applicable Standards and Reference Standards: See page 6.

Documents

Copyright by the Japanese Industrial Standards
Fri SépulbtdbnsBhR0ktails: JIS L 41310



http://www.avadocuments.com/doc/jis-l-4131-0
http://www.avadocuments.com/doc/jis-l-4131-0

