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1. Scope
This Japanese Industrial Standard specifies ready-made working wear.

2. Classification of Size

Classification of size shall be as specified in 3.5 of JIS L 4004 and
3.6 of JIS L 4005,

3. Materials

3.1 Quter Cloth The outer cloth shall be suitable for working wear and
be free of such defects detrimental to quality as dyeing specks, weaving
bars, other weaving flaws, and stains. The outer cloth, when tested by the
test method specified in 5, shall have a shrinkage percentage within *37%,

a colour fastness to washing of the 4th grade or better for change in colcur
and the 3rd grade or better for staining, and a colour fastness to light of
the 4th grade or better.

3.2 Lining Cloth Lining cloth shall have the quality specified in JIS L
3505 or superior quality, and shall be well-suited to the outer cloth used.

3.3 Padding Cloth Padding cloth shall have the quality specified in JIS
L 3413 or superior quality, and shall be well-suited to the outer cloth used.

3.4 Sewing Thread Sewing thread shall have the quality specified in JIS L
2101, L 2510, and L 2511, or superior quality, and shall be appropriate for
cloth material used.

3.5 Accessories Zippers shall be as specified in JIS S 3015, and other
accessories such as buttons, hooks, and rings shall successfully resist wear-
ing.

4. Manufacture

4.1 Sewing Sewing shall be made as follows:

(1) Flawless sewing of each part. For highly elastic cloth especially, a
sewing method that matches the elasticity shall be used.

(2) No slipped or undone seams.
(3) Flawless thread tension and seams, and no noticeable seaming bow.

(4) Reverse stitching shall be employed at the start and end of stitching
of all important positions requiring extra strength.

(5) The number of stitches for seaming shall be 10 or more per 3 cm.

(6) Sufficient margin to seam suitable for side seam, underarm seam, and
inside-thigh seam.

(7) Fold-overs at the cuffs and hem of the jacket and turnups of the trou-
sers shall be 1.2 cm or more.

Applicable Standards: See page 3. ’ Documents
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