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JAPANESE INDUSTRIAL STANDARD JIS
—. Training Shirts and L 4205-1985
Training Pants
1. Scope

This Japanese Industrial Standard specifies training shirts and training pants
that are made of knitted fabric.

Remark:  The units and numerical values given in { } in this Standard are
based on the International System of Units (SI).

2, Kind of Sizes

As a rule, the kind of sizes shall be in accordance with the prescriptions in
3.2 and 3.3 of JIS L 4002, in 3.3 and 3.5 of JIS L 4003, in 3.3 and 3.4 of JIS L
'. 4004, and 3.3 and 3.5 of JIS L 4005,

3. Quality

3.1 Appearance The training shirts and training pants shall be bilaterally
symmetrical in shape, show straight texture, have no sewing defects and the
looseness of its shape, be free from any flaw impairing its appearance, and meet
each of the following requirements.

(1) Color and Pattern Matching The color and pattern matching shall be
symmetrical right and left.

(2) Sewing The sewing shall conform to each of the following items.
(a) The number of stitches and the margin to seam shall be adequate.

(b) The place visible from outside or the sewing likely to fray shall be
treated with an overcasting.

. (c) The wrinkle by sewing and sewing bow shall not be noticeable.
(d) There shall be no slipped and undone seam.

(e)  The sewing condition shall be superior with no cutting of sewing thread.

‘ Applicable Standards and Reference Standard: See page 6.
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