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. @ JAPANESE INDUSTRIAL STANDARD JI1S

Ready-made men's suits L 4208-1992

1. Scope This Japanese Industrial Standard specifies ready-made men's suits,
hereinafter referred to as the suits, with the exception of suits the outer cloth
of which is made of knitting fabric and those having the marking which means
to be able to wash with water.

The suits specified in this Standard include the suit of jacket and trousers
(including a three-piece suit).

Remarks 1. The cited standards in this Standard are shown in Attached
Table 1.

2. The units and the values given in { } in this Standard are
based on the traditional units and appended for informative
reference.

. 2. Classification of size Classification of size shall be as specified in 3.2
of JIS L 4004, as a rule.

3. . Quality

3.1 Appearance

3.1.1 Workmanship The workmanship shall be such that the right and the left
are well-proportioned and the curved surface is beautiful with no microscopic

waving as a whole, and shall conform to the following requirements:

(1) Collar and lapel

(a) Collar The end of collar shall not be warped and there shall be no
remainder of outer cloth on the folding line of collar nor the remainder
of the body caused by distortion around the collar.

(b) Lapel There shall not be bending.

. (2) Shoulder There shall not be diagonal crease and remainder of outer cloth
on the surface.

(3) Front body There shall not be bending, rolling (large undulation) and dis-
tortion of mesh of ground, and right and left shall not be uneven.

(4) Sleeve Sleeve attaching shall be even on both sides of right and left.

(5) Trousers Crease line shall be balanced and symmetric on the right and left
sides.

3.1.2  Pattern matching Pattern match shall be made adequately, through the
mesh of ground cloth, without nap in reverse direction and shall conform, as a
rule, to the following requirements:

(1) For collar and the lapel, the patterns on the right and the left are matched.
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