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coverlets for KOTATSU, and Japanese cushions.
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Scope

This Japanese Industrial Standard specifies the ready made Futon.

Classification

Futon

JAPANESE INDUSTRIAL STANDARD

UDC 645,482

JIs

L 4403-1974
(Reaffirmed: 1988)

Futons shall he classified into fuur EIHEEEE of enverlets matiresses,

Dimensions and Abbreviations
The dimensions and abbreviations shall be as follows:
(1) Coverlets
Unit: cm
- ) For
For general use For children |[summer
. - |use
Abbreviation S M1 M 2 L1 L2 SW W Bl B 2 Sy
_ A T S et S E—
Width 135 150 160 | . 150 160 170 180 88 | 135 120
Dimen- : - | _
gions )
_Leng‘th 195 193 185 210 210 - 210 210 120 160 160

Appliceble Standards:

JIS L 0842-Testing Methods for Colour Fastness to Carbonh Arc Lamp

Light

JIS L 0844-Testing Methnds for Colour Fastness to Washmg‘ and

~ JIS I, 0849-Testing Method for Colour Fastness to Rubbing

Laundering

JIS L 1042-Testing Methods for Shrinkage Percentage of Woven Fabrics

JIS L 2001-Cotton Wadding

JI8 L 2101-Cotton Sewing Thread -

JIS L 2310-Silk Sewing Thread
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