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JAPANESE INDUSTRIAL STANDARD JIS
Woven Carpets "~ L 4404-1990
1. Scope'

This Japanese Industrial Standard specifies the woven carpets (!) to be used
for floor covering, hereafter referred to as the "carpets".

Note (!) The woven carpets herein stated is defined as the pile floorcovering
which have been woven by the use of double pile loom, wire carpet
loom or Axminster loom.

Remark: The units and numerical values given in { 1} in this Standard are
based on the traditional units and are currently the criteria in force.

2. Classification

2.1 Classification by Weaving Method The carpets shall be classified into the
following three types according to the type of weaving method:

(1) Wilton carpet
(2) Double face carpet

(3) Axminster carpet

Applicable Standards:
JIS A 5413-Asbestos Cement Perlite Boards
JIS K 2240-Liquefied Petroleum Gases
JIS L 0805-Grey Scale for Assessing Staining
JIS L 0842-Testing Methods for Colour Fastness to Carbon Arc Lamp Light
JIS L 0849-Testing Method for Colour Fastness to Rubbing
JIS L 1013-Testing Methods for Man-made Filament Yarns
JIS L 1021-Testing Methods for Textile Floorcoverings
JIS L 1030-Testing Methods for Quantitative Analysis of Fibre Mixtures

JIS L 1095-Testing Methods for Spun Yarn
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2.2  Classification by Shape of Pile The carpets shall be classified into the
following three types according to the type of pile:

(1) Cut pile carpet
(2) Loop pile carpet

(3) Cut and loop pile carpet

3. Quality

3.1 Tensile Strength The tensile strength, when tested according to 7.2, shall
be not less than 1225 N {125 kgf} in both lengthwise and lateral directions.

3.2 Peeling Resistance of Pile Yarn The peeling resistance, when tested
according to 7.3, shall be not less than 4.413 N {0.450 kgf}.

3.3  Thickness Reduction Rate due to Dynamic Loading Accompanied with ’
Friction ~ The thickness reduction rate due to dynamic loading accompanied with
friction, when tested according to 7.4, shall be as specified in Table 1.

Table 1. Thickness Reduction Rate due to Dynamic
Loading Accompanied with Friction

Classification by shape of pile Thickness reduction rate %
Loop pile carpet 20 max.
Other pile carpet 35 max.

3.4 Colour Fastness of Pile Yarn The colour fastness of pile yarn, when
tested according to 7.5, shall be as specified in Table 2. However, for the pile
yarn having been dyed to the special hue (), it is permitted to have one lower
grade than the reference in light resistance of or in abrasion (dry) resistance. ‘

Note (2) The special hue herein stated means very dark tones (low lightness
of achromatic colour, low lightness but high saturation, and
equivalent to grade 2 appearing on grey scale for assessing staining

| specified in JIS L 0805 or lower than that in lightness) or very
light tone (high lightness but low saturation, and equivalent to
grade 3 appearing on grey scale for assessing staining specified in
JIS L 0805 or higher than that in lightness).

Table 2. Colour Fastness of Pile Yarn

Division Grade
Light resistance 4 min,
Abrasion resistance (dry) 4 min,
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