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JAPANESE INDUSTRIAL STANDARD JIS8

Form, Size and Construction of L 4903-1987
Mountaineering Tents -

1, Scope

This Japanese Industrial Standard specifies the form, size and con-
struction of mountaineering tents, which are used generally for camping in
mountains or the like, hereinafter referred to as the "tents".

Remarks 1. This standard shall not be applied to the tents which are
specified in JIS L 4902, JIS L 4904, and JIS L 4905, and
which are used for special objects such as tents for
exploration, standing use tents and the like.

2. The quality of mountaineering tent and its test method
shall be informative reference.

2. Terms

The terms used in this standard shall be in accordance with Figs. 1 to 7.

3. Classification

The tents shall be classified as shown in Table 1 accordmg to the
season, in which they are used, and their shapes.

Table 1. Classification

Classes
' Symbol Figure
Season Shape -

House -type A Fig. 1

For summer -
Roof type B Fig. 2
Boiled fish paste type K Fig. 3
Mead With inside pole | " Fig. 4
For winter type With outside pole Fig. 5
Dome With inside frame b Fig. 6
type With outside frame Fig. 7

Remark: The tent for winter season can be used for summer
season.,

Applicable Standards:

JIS L 4902-Meeting Tents
JIS L 4904-Camping Tents - Type N (Normal Tents)
JIS L 4905-Camping Tents - Type L (Lightweight Tents)
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L 4903-1987
4, Shapes
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Figs. 1 to 7 show examples of the shape of tents,

Remarks 1.

2.

The house type is larger in height of wall and length of
eaves than those of the roof type.

The mead type with inside pole and that with outside
pole are distinguished by whether the pole is inside of
tent or outside of it. Furthermore, the dome type with
inside frame and that with outside pole are distinguished
similarly by the position of the frame.

The tent can be provided with the front room or the

rear room. Provided that the mead type tent shall be
provided with the rear room,

The tent can be appended with a ground sheet or a fly .
sheet, O
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Fig. 1. Terms of House Type Tent and Its Example of Shape
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