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UDC 677.054.745

JAPANESE INDUSTRIAL STANDARD JIS

Weft Bobbin for Cop Change L 5113-1976
(Reaffirmed: 1984)

1. Scope

This Japanese industrial Standard specifies the weft bobbin to be used
for cop change automatic weaving machine.

2l Classification

Weft bobbins shall be classified into four classes of following

Table 1.
Table 1
Clasoific | Mumberof || Neeimalowter | retad lengen
A 3.4 30 200+ (203) (1)+210-220
. B 3.4 27 180+190+200+210
B c 3 24 170+190
D 4 34 2204240

Note (1) The dimension in ( ) shall be the informative reference value.

3% Shape and Dimensions

The shape and dimensions shall be as shown in Attached Figs. 1 to 6.

4, Appearance

4.1 Appearance of Bobbin The bobbin shall be free from cracks, rot,
moth-eating, rind~gall, dead knot, moth hole, live knot of not less than 3
mm in diameter, stepping holes, fillers and flaws, the live knot and black

blot, be not conspicuous, be free from other defects to use and the grain,
be good.

4.2 Appearance of Ring Metal The ring metal shall be free from flaws,
cracks, burrs and other defects harmful to use and, be workman-like in
finish.

4.3 Finish Painting The painted surface shall be free from remarkable
sagging, wrinkle, particle or painting unevenness, and finishing of each
part, be good.
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5. Humidity-Proof Painting

As to weft bobbin applied with humidity-proof painting, when left as
it is in a room at 40°C in room temperature and at 90 % in humidity (RH)
for 24 h, the change in comparison with it before leaving at is shall be
correspond to following each item:

(1)
(2)
(3)
(4)

The increasement of mass shall be not more than 1.5 %.
The change of hole (J) shall be not more than 0.06 mm,
The painted film shall not be softened.

When wound with thread, fluffs shall not be attached.

6. Hardness

The hardness of ring metal shall, as a rule, be Hv 470.

7. Run~Out

When the both ends of bobbin are held and rotated gently, the run-out
of middle part of bobbin relative to the number of revolutions for ordinary
use of bobbin spool shall be as given in Table 2.

Table 2
Number of revolutions for ordinary Run-out of
use of used bobbin spool bobbin mm
In the case of number of revolutions per min 0.2 max
exceeding 9000 ’ ’
In the case of number of revolutions per min
0.3 max.

of not more than 9000

8. Performance

The performance shall satisfy sufficiently the purpose of using.

9. Materials

The materials shall be in accordance with Table 3.
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