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1. Scope

This standard covers the interlock rib clrcular knitting machine for the

JAPANESE INDUSTRIAL STANDARD

Interlock Rib Circular

UDC 677.661.054

JIS

Knitting Machine

interlock rib knitting.

2. Cla351f1catlon

The interlock rib circular knitting machine shall be clas51f1ed into two

kinds of Type A and Type B according to the shape of cylinder.

3. Material

Material used shall conform to the follow1ng or better:

Parts No. Name of parts Quality of material’
BC 6 specified in JIS H 5111-Bronze
1 Cylinder Castings or S 25 C specified in
JIS G 3102-Carbon. Steels for Machine
2 Dial Structural Use
SK 5 specified in JIS G 4401-Carbon
3 Cam Tool Steel
‘ . FC 20 specified in JIS G 5501-Grey
L Cyvlinder gear Iron Castings
FC 20 specified in JIS G 5501-Grey
5 - Bevel gear Iron Castings
FC 20 specified in JIS G 5501-Grey
6 Dial ring Iron Castings
‘ FC 15 specified in JIS G 5501-Grey
7 Cam ring Iron Castings :
' , FC 15 specified in JIS G 5501-Grey
8 Stand Iron Castings
FC 15 specified in JIS G 5501-Grey
9 Ball plate - Iron Castings
FC 15 specified in JIS G 5501~Grey
10 Reel Iron Castings
S 25 C specified in JIS G 3102-
11 Roller Carbon Steel for Machine Structural
Use :
FC 15 specified in JIS G 5501-Grey
12 Gin Iron Castings
S 25 C specified in JIS G 3102-
13 Gin support Carbon Steel for Machine Structural
‘ Use
5 25 C specified in JI5 G 3102-
14 Centre axis Carbon Steel for Machine Structural
Use
FC 15 specified in JIS G 5501-Grey
15 Leg Iron Castings
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