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JAPANESE INDUSTRIAL STANDARD J18
Methods for Determination M 8123-1977
of Lead in Ores (Reaffirmed: 1983)

1. Scope-

This Japanese Industrial Standard specifies the methods for determina-
tion of lead in ores. However, this standard shall not be applied to the

ores to which the methods for determination of lead are specified in other

2. Matters in General

General matters common to the determination methods shall be in accor-
dance with JIS K 0050 and JIS K 0121.

3. Sampling and Treating of Analysis Sample

3.1 Sampling and Preparation bf_ Sample The samplihg and preparation
of sample shall be in accordance with JIS M 8108 and JIS M 8083.

3.2 W.eighing of Sample The weig'hing' of sample shall be as follows:

 (1) - When a sample in weighed out, the sample shall be sufficiently
mixed carefully to represent average composition and further, no
mixture of foreign matters shall be confirmed.

(2) The sample shall be put in the air bath regulated at 105 * 5°C
to be dried, taken out from the air bath in each 2 h and let to
stand to cool to ordinary temperature in a desiccator. The
drying shall be repeated until the loss on drying reaches not
more than 0.1 % per 2 h, However, the drying conditions
(temperature, time, etc.) of the sample easy to be deteriorated
due to the contents such as sulfides or the like shall be sub-
jected to the agreements between the parties concerned.

(3) When the sample is weighed out, a specified amount shall, as a

rule, be weighed out to the nearest place of 1 mg by using a
chemical balance. | o

Applicable Standards:
JIS K 0050-General Rules for Chemical Analysis

JIS K 0121-General Rules for Atomic Absﬂrﬁtiun Speﬁtrnqhemieal
__ Analysis .

JIS M 8083-Methods faor Sampling of Non-Ferrous Flotation Concentrates
in Bulk ' .

JIS M 8101-Methods for Sampling of Metal Bearing Ores of Copper,
Lead, Zinc, Tin, Gold, Silver and others

. JIS Z 8401-Rules for Rounding off of Numerical Values

Documents



http://www.avadocuments.com/doc/jis-m-8123-1977
http://www.avadocuments.com/doc/jis-m-8123-1977

JIS M*8123 77 B8 4933L08 OO0bk3bk O W

2
M 81231977

4, Expression of Analytical Value and Cautions on Operations

4.1 Expression of Analytical Value The expression of analytical value
shall be as follows:

(1) The analytical value shall be expressed by percentage and
rounded off to three places of decimals in accordance with JIS
Z 8401.

(2) The analysis shall be repeated two times in the same labolatory.
When the difference between them is under the tolerance in
chamber, hereinafter referred to as the "tolerance", average
value thereof shall be obtained and rounded off to two places of
decimals in accordance with JIS Z 8401 to be the report value.

(3) When the difference between the analytical values obtained by
repeating two times the analysis exceeds the tolerance, the
analysis shall be repeated two times again.

(4) The tolerance shall be as given in Table 1, o
Table 1. Tolerance (!)
- Unit: %

Determination Division In the same labora-
method ' tory (repetition)

40 and over 0.350
EDTA
titrimetric 10 to 40 execl, 0.200
method

1 5 to 10 excl. 0.150

2 to 5 excl. (0.200

0.5 to 2 excl, 0.075
Atomic
absorption 0.2 to 0.5 excl. 0.050
method

0.05 to 0.2 excl. 0.020

0.01 to 0.05 excl. 0.010

Note (!) When two analytical values extend over two division,
the tolerance of a division corresponding to the
average of the two analytical values shall be applied.

4,2 Cautions on Analytical Operation The cautions on analytical opera-
tion shall be as follows: -

(1) When analysis is carried out, a blank test shall be carried out
over all the operation and the measured value shall be corrected.
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(2) The air and acetylene flame shall be used for the flame in atomic
absorption method. However, if the conformance to precision

and accuracy has been confirmed, the air and hydrogen flame
and other flames may be used.

5. Determination Method

5.1 Classification of Method The method for determination of lead in
ores shall be in aceordance with either one of the following methods:

(1) EDTA Tltrlmetmc Method This methnd is apphed to the sample
of 5 § or more in lead content,

(2) Atomic AbsurptmnMethﬂd This method is apphed tu the sample
of 0.01 % and over 10 5 % excl. in lead content,

5.2 EDTA Titrimetric Method

5.2.1 BSummary  After deeﬂmpasmg a sample with nitric acid, add
sulfuric acid and generate white fume of sulfuric acid by heating. After
dissolving soluble salts with water, add ethyl alcohol and filter the preci-
pitate of lead sulfate. Dissolve the precipitate with the mixed solution of
ammonium acetate and acetic acid and filter it. After removing the insoluble
residue, regulate pH of solution at 5.5 to 5.7 and titrate the solution with
EDTA standard solution utilizing Xylenol Orange as indieator.

9.2.2 Reagents The reagents shall be as follows:

(1) Hydrochloric acid

(2) Hydrmhlﬂ.ric acid (1+1)
{(3) Nitric acid

(4) Perchloric acid

(5) Hydrofluoric acid

(6) Hydrobromic acid

(7)  Sulfuric acid (1+1)

(8) Adqueous ammonia

(9) Bromine

(10) Sulfuric acid washing liquid solution A 100 m! sulfuric acid
. (1+10) 1is joined by 10 ml ethyl alcohol and cooled to be used.

(11) Sulfuric acid washing liquid solution B 100 ml sulfuric acid
(1+100) is joined by 10 ml ethyl alcohol and cooled to be used.

(12) 'Ammﬂmum acetate mixed solution 250 g ammonium acetate is

dissolved with water to 1000 ml Thereafter, it is joined by
25 ml acetic acid. |
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