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JAPANESE INDUSTRIAL STANDARD JIS
Methods for Determination of M 8128-1976
Tungsten in Ores (Reaffirmed: 1984)

1. General

1.1 Scope This Japanese Industrial Standard specifies methods of
determination of tungsten in ores.

1.2 Methods of Weighing and Handling Sample

1.2.1 In order to weigh the sample, a chemical balance shall be used.

1.2.2 The sample shall be taken from those pulverized, passed through 149 ym
(equivalent to 100 meshes) sieves specified in JIS % 8801 dried preserved in
a desiccator.

1.3 Cautions in Manipulation of Chemical Analysis

1.8.1 The chemical analysis shall be carrled out twice or more on the same
sample.

1.3.2 At the chemical analysis, a blank test shall be carried out throughout
the total manipulations, as a rule, and the content shall be corrected.

1.3.3 The reagent chemicals shall be of pure quality and, unless otherwise
specified, shall be those specified in the Japanese Industrial Standard.

1.3.4 The glass wares and porcelain articles for chemical analysis, unless
otherwise specified, shall be those specified in the Japanese Industrial Standard.

1.4 Completing Method for Analyzed Values The analyzed results shall be
expressed in percentage and rounded off to two places of decimals in compliance
with JIS Z 8401.

Applicable Standards:
JIS Z 8401-Rules for Rounding off of Numerical Values

JIS Z 8801-Test.Sieves
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