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UDC 676.22
‘ JAPANESE INDUSTRIAL STANDARD JIS
- Printing Papers P 3101-1989

1. Scope

This Japanese Industrial Standard specifies printing papers for use in books,
However, coated papers(!) are excluded.

magazines, etc.

Note (!) The coated papers include very thinly coated papers with coating
~ weights of within 12 g/m2 for both sides.

2. Classification

Printing papers shall be classified into the four classes shown in Table 1
according to the pulp compounding.

Table 1. Classification

Unit: %

Class

Pulp compounding

Chemical puip

Other pulps(?)

Printing paper A 100 0

Printing paper B 70 to 100 excl. Remainder
Printing paperVC 40 to 70 excl. Remainder
Printing paper D Under 40 Remainder

Note (2) The other pulps mean other pulps than chemical pulp, for example,
mechanical pulps such as groundwood pulp and thermomechanical
pulp, chemiground pulp, and semichemical pulp.

3.  Quality

‘ Printing papers shall be uniform in texture and opaque and be suitable for
printing on both sides, and their quality shall comply with the following require-
ments when tested according to 4.

(1) Pulp Compounding

* (2) Colour and

The pulp compounding shall conform to Table 1.

Finishing Method The colour shall be white or be close thereto

and the brightness of uncoloured papers shall conform to Table 2.

. Where papers of special colours are particularly requiréd, the colour
shall be specified by agreement between the customer and the supplier.

The finishing method shall be either normal machine finishing or super

- finishing.
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. Applicable Standards: See page 4.
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