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JAPANESE INDUSTRIAL STANDARD JISs
Writing Papers P 3201-1989

1. Scope

This Japanese Industrial Standard specifies the writing papers to be
used for notebooks, papers for office, letter papers, account books, etc.

Remark: The units and numerical values given in { } in this Stand-

ard are based on the traditional unit system and are
currently the criteria in force.

2. Classification

Writing papers shall be classified according to composition of pulps
into three classes shown in Table 1.

Table 1. Classification

Unit: %
Composition of pulps
Class
~ Chemical pulp Other pulps(!)
Writing paper A 100 ' 0
Writing paper B 70 or over to and excl. 100 Remainder
Writing paper C Under 70 Remainder

Note (1) Other pulps mean the mechanical pulps (such as groundwood
pulp, thermomechanical pulp) and chemiground pulp, semi-
chemical pulp, etc,

Applicable Standards:
JIS G 3311-Cold Rolled Special Steel Strip
JIS G 4401-Carbon Tool Steels
JIS P 0202-Sizes of Paper
JIS P
JIS P

8116-Testing Method for Tearing Strength of Paper and Paperboard

8119-Testing Method for Smoothness of Paper and Paperboard by
Bekk Tester

JIS P 8120-Testing Method for Fibre Composition of Paper

JIS P 8123-Testing Method for Brightness by Hunter of Paper and Pulp
JIS P 8124-Determination of Basis Weight of Paper

JIS P 8138-Testing Method for Opacity of Paper

JIS S 6004-Rubber Erasers

JIS S 6050-Plastic Erasers

JIS Z 8721-Sp2cification of Colours According to their Three

Reference Standard:

JIS Z 8203-SI Units and the Use of their Multiples and of Certain
other Units
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