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UDC 676.237
@ JAPANESE INDUSTRIAL STANDARD ' JIS
. Drawing Papers P 3301-1989
1. Scope

This Japanese Industrial- Standard specifies drawing papers for use in technical
drawing, picture drawing, drawing in schools, etc.

Remark: The units and numerical values given in { } in this Standard are
based on the traditional units and are currently the criteria in force.

2. Classification

Drawing papers shall be classified into the three classes shown in Table 1
according to their pulp compounding and use.

Table 1. Classification

' ' ©Unit:'%

Pulp compounding

Class Remark
Chemical pulp Other pulps(?)
Drawing paper Al For technical dfawing,
100 0 :
etc.
Drawing paper A2 For picture drawing,
100 0 etc A
Drawing paper B 30 to 100 excl.. Remainder For drawing by school
children, etc.

Note (!) The other pulps mean those pulps other than chemical pulps, for
| example, mechanical pulps such as groundwood pulp and thermo-
‘ mechanical pulp, chemiground pulp, and semichemical pulp.

. 3, Quality'

Drawing papers shall be uniform in texture, opaque, and sufficiently firm,
and their quality shall comply with the following requirements when tested
according to 4.

(1) Pulp Compounding The pulp compounding shall be as specified in Table 1.

(2) Scuffing Drawing papers shall not become scuffy when their surface is
rubbed with a rubber eraser.

(3) Surface Roughness The surface of drawing papers shall have a roughness
suitable for drawing by a pencil.

" Applicable Standards and Reference Standard: See page 8.
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(4) Colour: The colour shall be white or be close to it, and the brightness
of uncoloured products shall be as specified in Table 2.

Where a coloured product is particularly required, the colour used shall
be as specified by agreement between the customer and the supplier.

Table 2. Brightness

Unit: %
Class Brightness
Drawing paper Al 75.0 min.
Drawing paper A2 75.0" min.
Drawing paper B -

(5) Size, Range and Tolerance of Basis Weight The sizes and the ranges and
tolerances of basis weight shall be as specified in Table 3.

Table 3. Size, Range and Tolerance of Basis Weight

Class . Size(2) Range of basis Tolerance on

} weight g/m2 basis weight %

Standard size of series A
Drawing paper Standard size of series B
Al Duodecimo

Small octavo

Standard size of series A
Standard size of series B 78.3 to 205

=
(4]

Drawing paper
A2 Duodecimo

Small octavo

Standard size of series A
Drawing paper | Standard size of series B

Duodecimo

Note (2) The sizes shall conform to JIS P 0202.

(6) Sizing Degree  When drawing is made in writing ink by using a pen, the
ink shall be free from spread.

(7) Opacity, Lightness, Smoothness, and Tearing Strength  The opacity, light-
ness, smoothness, and tearing strength shall be as specified by agreement
between the customer and the supplier.

é
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