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1. Scnpé

This Japanese Industrial Standard specifies linerboards used in manu-
facturing corrugated boards, hereinafter referred to as the "liners",

Remark: The units and numerical velues given in { } in this Stand-

ard are in accordance with the International System of Units
(SI).

2.  Classification

Iiners shall be classified into four classes, AA, A, B, C, according
to the crushing strength (cross direction) divided by the grammage and

burst index, and the indicated grammage for each class shall be as given in-
Table 1.

Table _1

' Class | . AA A B #
Classi~- - - = - ‘ .

Fication Indicated /m2
grammage

160, 180, 200, 220, 260, 280, 300, 320, 340 | 170, 190, 210

Applicable Standards:
JIS P 8110-Method for Sampling Paper for Testing
JIS P 8124-Determination of Basis Weight of Papaer
JIS P 8126-Testing Method for Ring Crush of Pﬁperbnard
. JIS P 8127-Testing Method for Moisture in Papers and Paperboards

JIS P 8131-Testing Method for Bu’rSting Strength of Paper and
Paperboard by Miillen High-pressure Tester

JIS Z 1511-Gummed Paper Tapes (for Packaging)
JIS Z 1523-Pressure Sensitive Adhesive Paper Tapes
JIS Z 8401-Rules for Rounding off of Numerical Values

Reference Standard :

JIS Z 8203-81 Units and the Use of their Multlples and of Certain
other Units
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