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JAPANESE INDUSTRIAL STANDARD JISs

Basic Paper of Continuous Business Forms P 4502-1978
(Reaffirmed: 1984)

1. Scoge

This Japanese Industrial Standard specifies rolled basic paper of
continuous business forms, hereinafter referred to as the "rolled paper".

Remark: The units and numerical values given in { } in this
standard are in accordance with the International System of
Units (SI), and are appended for reference.

2. Definition

basic paper of continuous business forms High-quality paper or an
equivalent base paper for continuous business forms with marginal punches
and lateral machined perforations perpendicular thereto, which is used
for manual or electric printing machines which print letters, numerical
figures, and the like. However, basic papers for character readers are
excluded.

Applicable Standards:
JIS P 8110-Method for Sampling Paper for Testing
JIS P 8111-Conditioning of Papef and Paperboard for Test

JIS P 8112-Testing Method for Bursting Strength of Paper and
Paperboard by Millen Low-pressure Tester

JIS P 8113-Testing Method for Tensile Strength of Paper and
Paperboard

JIS P 8115-Testing Method for Folding Endurance of Paper and
Paperboard by MIT Tester

JIS P 8116~Testing Method for Tearing Strength of Paper and Paperboard

JIS P 8118-Testing Method for Thickness and Bulk Density of Paper and
Paperboard

JIS P 8119-Testing Method for Smoothness of Paper and Paperboard by
Bekk Tester

JIS P 8123-Testing Method for Brightness by Hunter of Paper and Pulp
JIS P 8124-Determination of Basis Weight of Paper

JIS P 8143-Testing Method for Stiffness of Paper by Selfbending (Clark
Method)
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