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UDC 676.3:773.71
JAPANESE INDUSTRIAL STANDARD JIS

Diazotype Base Paper P 4504~1978
(Reaffirmed: 1989)

1. Scoge

This Japanese Industrial Standard specifies the base paper to be used
for diazo sensitized paper, hereinafter referred to as the "base paper”.

Remark: In this Standard the units and numerical values shown in { }
are in accordance with the International System of Units (SI)
and are appended for informative reference.

2. Classification, Shape and Dimensious

2.1 Classification The base paper shall be classified into dry type use
and wet type use and further divided respectively into three classes of
thick, medium and thin classes.

2.2 Shape The shape of base paper shall be rolling, and the rolling,
free from defects harmful to use such as unevenness of roll, wrinkling of
roll, etc.

2.3 Dimensions The width of base paper and the rolling length shall be
in accordance with agreement between the parties concerned,

Further, 800 mm x 1100 mm shall be taken as the reference and take
this as one roll series.

Applicable Standards:

JIS P 8110-Method for Sampling Paper for Testing

JIS P 8111-Conditioning of Paper and Paperboard for Test

P
JIS P 8113-Testing Method for Tensile Strength of Paper and Paperboard
P

JIS P 8115-Testing Method for Folding Endurance of Paper and

Paperboard by MIT Tester

JIS P 8116-Testing Method for Tearing Strength of Paper and Paperboard
JIS P 8123-Testing Method for Brightness by Hunter of Paper and Pulp
JIS P 8l24-Determination of Basls Weight of Paper

JIS P 8135-Testing Method of Wet Tensile Breaking Strength of Paper

and Paperboard
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