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. JAPANESE INDUSTRIAL STANDARD _ JI8
. Testing Method for Holocellulose _ P 8012-1976
in Pulpwood (Reaffirmed: 1984)

1. Scope

This Japanese Industrial Standard specifies the testing method for
holocellulose in pulpwood.

2. Apparatus and Instrument

(1) Chemical Balance bapacity 100 to 200 g, minimum reading

(2) Soxhlet Extractor Specified in JIS R 3503.

. (3) Glass Filter 1G1 specified in JIS R 3503.

Applicable Standards:
JIS K 1102-Oxygen
JIS K 8102-Ethanol (95 v/v %)

JIS P 8001-Sampling and Preparation Method for Analysis of
Pulpwood ‘ :

JIS P 8002-Testing Method of Moisture in Sample for Analysis of
Pulp Wood '

JIS P 8010-Testing Method for Alecohol-Benzene Solubility of
- Pulpwood -

. JIS R 3503-Glass Apparatus for Chemical Analysis

JdIS Z 8401-Rules for Rounding off of Numerical Values
Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sepu0idR:08:020kkails: JIS P 8012 0



http://www.avadocuments.com/doc/jis-p-8012-0
http://www.avadocuments.com/doc/jis-p-8012-0

