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JAPANESE INDUSTRIAL STANDARD JIS

Paper and board — Determination of P 8115-1994
folding endurance by MIT tester

1. Scope This Japanese Industrial Standard specifies the testing method using
MIT tester for folding endurance and fold number of paper and board.

Remarks 1. This testing method is applicable to measurement of the folding
endurance and the fold number of paper and board of any
thickness.

’ 2. The following standards are cited in this Standard:
JIS P 0001 Glossary of terms used in pulps and papers industry
JIS P 8110 Method for sampling paper for testing
JIS P 8111 Conditioning of paper and paperboard for test
JIS 7Z 8401 Rules for rounding off of numerical values
JIS Z 9041 Presentation and reduction of data

3. The International standard corresponding to this Standard is as
follows:

ISO 5626: 1978 Paper — Determination of folding endurance

4. The units and numerical values given in { } in this Standard are
in accordance with the traditional unit system, and are appended
for informative reference.

2. Definitions For the purposes of this Standard, the definitions given in JIS
P 0001 and the following definitions apply.

(1) Fold number  The number of double folds required to cause rupture of the
paper and board.

(2) Folding endurance Common logarithm of the fold number.

3. Apparatus  The apparatus shall be MIT tester, and its construction shall be
as follows:

(1) The clamp which applies the load to paper or board shall be so constructed as
to move in the vertical direction in reference to the axis of rotation of the
folding apparatus, and the surface to which a test piece is attached shall be in
the same plane of this axis (see Fig. 1).

The specified load within the range of 4.9N to 14.7N {0.5 kgf to 1.5 kgf} to
the test piece shall be easily applied by a spring to the clamp through a
plunger, and the displacement of the spring when the load is applied shall be
17+2 mm for 9.8N {1 kgf).
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