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JAPANESE INDUSTRIAL STANDARD JISs
Paper and board - Determination of ash P 8128-1995
1. Scope This Japanese Industrial Standard specifies the testing
method for the determination of ash contained in paper and board.
Remarks 1. The following standards are cited in this Standard:
JIS H 6201 Platinum crucibles for chemical analysis

JIS P 0001 Glossary of terms used in pulps and papers
‘ industry

JIS P 8110 Method for sampling paper for testing

©

JIS P 8111 Conditioning of paper and paperboard for test

JIS P 8127 Testing method for moisture in papers and
paperboards

JIS R 1301 Porcelain crucibles for chemical analysis
JIS R 3503 Glass apparatus for chemical analysis
JIS Z 8401 Rules for rounding off of numerical values

2. The following 1s the International Standard corres-
ponding to this Standard:

IS0 2144: 1987 Paper and board - Determination of ash

2. Definitions For the purpose of this Standard, the definitiouns
specified in JIS P 0001 as well as the following definition apply:

(1) ash Amount of the ashed residue after incineration of the paper
and board at the temperature of 900 £ 25°C (in the case of the paper
and board containing clearly calcium carbonate, 575 * 25°C)., 1t is
expressed by the percentage to the absolute dry mass of the test
portion.

3. Instruments and apparatuses The instruments and apparatuses shall
be as follows:

(1) Crucible The porcelain crucible specified in JIS R 1301, the
platinum crucible specified in JIS H 6201 or the crucible with 1lid
made of fused alumina or silica, provided that those have been
ignited at 900 * 25°C to obtain constant weight.

Remarks: Because platinum reacts to barium carbonate and zinc

compound at high temperature, if these materials exist in
the test portion, the platinum crucible shall not be used.
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