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JAPANESE INDUSTRIAL STANDARD JIS

Paper and board - Determination of bursting P 8131-1995
strength by Millen high-pressure tester

1. Scope This Japanese Industrial Standard specifies the testing
method for bursting strength of the paper and board, liner and corrugated
fiberboard of bursting strength not less than 350 kPa {3.57 kgf/cm’} and
not more than 5500 kPa {56.1 kgf/ecm?} by using the Miillen high-pressure
tester.

Remarks 1. The testing method for bursting strength of the paper
and board of 1370 kPa {14 kgf/cm?} or less in bursting
strength and of 0.64 mm or less in thickness shall be in
accordance with JIS P 8112.

2. The following standards are cited in this Standard:

JIS B 0601 Surface roughness - Definitions and
designation

JIS K 8295 Glycerol

JIS P 0001 Glossary of terms used in pulps and papers
industry

JIS P 8110 Method for sampling paper for testing

JIS P 8111 Conditioning of paper and paperboard for test

JIS P 8112 Paper and board - Determination of bursting

strength by Millen low-pressure tester
JIS P 8124 Determination of basis weight of paper

JIS Z 1516 Corrugated fibreboards for shipping
containers

J1S Z 8401 Rules for rounding off of numerical values
JIS Z 9041 Presentation and reduction of data

3. The following is the International Standard
corresponding to this Standard:

IS0 2759: 1983 Board - Determination of bursting
strength

4. The units and numerical values given in{ }in this
Standard are in accordance with the traditiomal unit
system and are appended for informative reference.

2. Definitions For the purpose of this Standard, the definitions
specified in JIS P 0001 as well as the following definition apply:
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