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JAPANESE INDUSTRIAL STANDARD JIS
P 8132-1976
Testing Method for Stretch of Paper and Paperboard
1. Scove
This Japanese Industrial Standard specifies the testing method for
measuring the stretch of paper and paperboard(l).

Note (1) In this test, the maximum tensile strain that ié to be shown at
the time when the test piece breaks in the tensile strength test
described in JIS P 8113 is indicated in percentage; it is to say,
the percentage of the ratio of %hé.stretch of the test piece to
the gripping distance before loading.

Remark: In this standard, units and numerical values‘in'{ } are based on
the International System of Units (SI) and are added for infomative
notes.

2. Testinz Anparatus

The testing apparatus shall be as follows:
(1) The epparatus shall be so constructed that the test
Piece mey be held by and between two clamps with the claamping surfaces
in the same Plane parallel with the direction of motion of the applied
stress and kept in a plane throughout the test without slippage.
The edges of the jaws of the clamps shall be 180 = 2mmapart at the start

. of the test.

Lpplicable Standards:
JIS P 8111 - Conditioning of Paper and Paperboard for Test
JIS P 8113 - Testing Method for Tensile Sirength of Paper and Paperboard
JIS Z 8401 - Rules for Rounding Off of Numerical Values
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