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‘ JAPANESE INDUSTRIAL STANDARD JIS

Method of Screening Test of Paper Pulp P 8207-1976
(Reaffirmed: 1984)

1. Scope

This Japanese Industrial Standard specifies the method of screening test
of paper pulp.

2. Apparatus and Instruments

i (1) Standard disaggregator Refer to JIS P 8209

(2) Upper plate balance Capacity 100 g, Minimum reading 0.1 g

(3) Chemical balance Capacity 100 to 200 g, Minimum reading 1 mg

(4) Filter paper JIS P 3801

(5) Ceramic Biichner funnel

(6) Suction bottle Specified in JIS R 3503

(7) Weighing bottle Cylindrical weighing bottle specified in JIS R 3503
(8) Dryer 105 % 3°C thermostatic dryer

(9) Desiccator Desiceator specified in JIS R 3503. Active alumina is
preferable as the desiccant.

Applicable Standards:
JIS P 3801-Filter Paper (for Chemical Analysis)
JIS P 8201-Method of Sampling Pulp for Paper
JIS P 8209-Method of Preparing Handsheets for Pulptesting
‘ ' JIS R 3503-Glass Apparatus for Chemical Analysis

JIS Z 8401-Rules for Rounding off of Numerical Values
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