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JAPANESE STANDARDS ASSOCIATION

JAPANESE INDUSTRIAL STANDARD JIS
Method of Testing Dirt, Shives and P 8208-1976
Specks of Paper Pulp (Reaffirmed: 1984)

1. Scope

This Japanese Industrial Standard specifies the method of testing
dirts (dirt, shives, and resin specks) of pulp for paper making,

2.  Apparatus and Devices

. (1) Dirt Estimation Chart’

(2) Dirt Measuring Apparatus (refer to Fig. 1)

(3) Standard Disintegrator, Sheet Machine See JIS P 8209.

(4) Even Balance Weighing capacity 500g, reciprocal sensibility 0.5g

(5) Constant Temperature Water Bath The bath capable of adjusting at
45 * 1°C

(6) Beaker 1000ml

(7) Measuring Cylinder 100ml

(8) Erlenmeyer Flask or Wide-Mouthed Bottle Capacity 1000ml

(9) Biichner Funnel

(10) Suction Bottle

(11) Thermometer 100°C

3. Reagents

N
(1) 3 bleaching powder solution The solution saturated in slaked lime
(containing effective chlorine of 1.755g in 100ml.)

(2) Black dye (deep black) 1 % solution

(3) Sodium chloride 1 7 solution

Applicable Standards See page 5.
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