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' . JAPANESE INDUSTRIAL STANDARD JIS

Testing Method for Kappa Number of Pulp P 8211-1976
(Reaffirmed: 1984)

1. Scope

This Japanese Industrial Standard specifies the testing method for Kappa
. number of pulp. This testing method shall apply to the chemical, semichemical
pulps of under 70 % of yield, which are not bleached or half bleached.

- Remarks 1. This testing method is suited for measurement of digestion
degree, easy-bleachingness and delignification degree of pulp.

2. The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
and are appended for reference.

2. Definition

. The Kappa number signifies the value obtained by correcting the ml number
of N/10 potassium permanganate solution, which the pulp equivalent to 1 g of bone
dried weight consumes, to the value when 50 % of potassium permanganate added
is used up.

3. Apparatus and Instruments

The aﬁparatus and instrument shall be as follows:

(1) Disintegrator Used for macerating sample pulp into each fibre; e.g.,
electric high-speed propeller mixer.

(2) Agitator Propeller agitator or magnetic stirrer, made of glass or other
anticorrosive materials.

(3) Reaction Beaker 2000 ml beaker specified in JIS R 3503 or 2000 ml por-
celain beaker specified in JIS R 1303

‘ (4) Pipette Two pieces of 100 ml pipette specified in JIS R 3505.
(5) Burette 50 ml burette specified in JIS R 3505.

(6) Thermostatic Water Bath Adjustable at 25 + 0.2 °C and capable of con-
taining the reaction beaker of 3. (3) while being stirred.

. (7) Stop Watch

(8) Other Instruments

(a) Chemical Balance Capable of weighing up to 100 to 200 g with the reci-
procal sensibility of 1 mg.

(b) ‘Measuring Cylinder 25 ml measuring cylinder specified in JIS R 3505.

(e¢) Small Beaker 250 ml beaker specified in JIS R 3503,

Applicable Standards: See page 7.
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