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Foreword 

This translation has been made based on the original Japanese Industrial Standard 
established by the Minister of Economy, Trade and Industry through deliberations 
at the Japanese Industrial Standards Committee according to the proposal for 
establishment of Japanese Industrial Standard submitted by Japanese Standards 
Association (JSA) with the draft being attached, based on the provision of Article 12 
Clause 1 of the Industrial Standardization Law. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public or utility 
model right. The relevant Minister and the Japanese Industrial Standards Committee 
are not responsible for identifying the patent right, application for a patent after 
opening to the public or the utility model right. 
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JAPANESE INDUSTRIAL STANDARD JIS Q 31010:2012 
(lEe/ISO 31010 : 2009) 

Risk management-Risk assessment 
techniques 

In troduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
lEe/ISO 31010 published in 2009 without any modifications of technical contents. 

Organizations of all types and sizes face a range of risks that may affect the achieve­
ment of their objectives. 

These objectives may relate to a range of the organization's activities, from strate­
gic initiatives to its operations, processes and projects, and be reflected in terms of so­
cietal, environmental, technological, safety and security outcomes, commercial, financial 
and economic measures, as well as social, cultural, political and reputation impacts. 

All activities of an organization involve risks that should be managed. The risk 
management process aids decision making by taking account of uncertainty and the 
possibility of future events or circumstances (intended or unintended) and their effects 
on agreed objectives. 

Risk management includes the application of logical and systematic methods for 

communicating and consulting throughout this process; 

establishing the context for identifying, analysing, evaluating, treating risk asso­
ciated with any activity, process, function or product; 

monitoring and reviewing risks; 

reporting and recording the results appropriately. 

Risk assessment is that part of risk management which provides a structured pro­
cess that identifies how objectives may be affected, and analyses the risk in terms of 
consequences and their probabilities before deciding on whether further treatment is 
required. 

Risk assessment attempts to answer the following fundamental questions: 

what can happen and why (by risk identification)? 

what are the consequences? 

what is the probability of their future occurrence? 

are there any factors that mitigate the consequence of the risk or that reduce the 
probability of the risk? 

is the level of risk tolerable or acceptable and does it require further treatment? 

This Standard is intended to reflect current good practices in selection and utili­
zation of risk assessment techniques, and does not refer to new or evolving concepts 
which have not reached a satisfactory level of professional consensus. 

This Standard is general in nature, so that it may give guidance across many in­
dustries and types of system. There may be more specific standards in existence within 
these industries that establish preferred methodologies and levels of assessment for 
particular applications. If these standards are in harmony with this Standard, the 
specific standards will generally be sufficient. 
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1 Scope 

This Standard is a supporting standard for JIS Q 31000 and provides guidance on 
selection and application of systematic techniques for risk assessment. 

Risk assessment carried out in accordance with this Standard contributes to other 
risk management activities. 

The application of a range of techniques is introduced, with specific references to 
other international standards where the concept and application of techniques are de­
scribed in greater detail. 

This Standard is not intended for certification, regulatory or contractual use. 

This Standard does not provide specific criteria for identifying the need for risk 
analysis, nor does it specify the type of risk analysis method that is required for a 
particular application. 

This Standard does not refer to all techniques, and omission of a technique from 
this Standard does not mean it is not valid. The fact that a method is applicable to a 
particular circumstance does not mean that the method should necessarily be applied. 

NOTE 1 This Standard does not deal specifically with safety. It is a generic risk 
management standard and any references to safety are purely of an 
informative nature. Guidance on the introduction of safety aspects into 
IEC standards is laid down in JIS Z 8051. 

NOTE 2 The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

IEC/ISO 31010: 2009 Risk management-Risk assessment techniques 
(IDT) 

In addition, symbols which denote the degree of correspondence in 
the contents between the relevant International Standard and JIS are 
IDT (identical), MOD (modified), and NEQ (not equivalent) according 
to ISO/IEC Guide 21-1. 

2 Normative references 

The following standard contains provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent edition of the standard 
(including amendments) indicated below shall be applied. 

JIS Q 0073 :2010 Risk management-Vocabulary 

NOTE: Corresponding International Standard: ISO Guide 73 Risk manage­
ment-Vocabulary (IDT) 

JIS Q 31000 Risk management-Principles and guidelines 

NOTE: Corresponding International Standard: ISO 31000 Risk management­
Principles and guidelines (IDT) 

3 Terms and definitions 

For the purposes of this Standard, the terms and definitions of JIS Q 0073 apply. 
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4.1 Purpose and benefits 

3 
Q 31010 : 2012 (lEe/ISO 31010 : 2009) 

The purpose of risk assessment is to provide evidence-based information and analysis 
to make informed decisions on how to treat particular risks and how to select between 
options. 

Some of the principal benefits of performing risk assessment include: 

understanding the risk and its potential impact upon objectives; 

providing information for decision makers; 

contributing to the understanding of risks, in order to assist in selection of treat­
ment options; 

identifying the important contributors to risks and weak links in systems and 
organizations; 

comparing of risks in alternative systems, technologies or approaches; 

communicating risks and uncertainties; 

assisting with establishing priorities; 

contributing towards incident prevention based upon post-incident investigation; 

selecting different forms of risk treatment; 

meeting regulatory requirements; 

providing information that will help evaluate whether the risk should be accepted 
when compared with pre-defined criteria; 

assessing risks for end-of-life disposal. 

4.2 Risk assessment and the risk management framework 

This Standard assumes that the risk assessment is performed within the frame­
work and process of risk management described in JIS Q 31000. 

A risk management framework provides the policies, procedures and organizational 
arrangements that will embed risk management throughout the organization at all 
levels. 

As part of this framework, the organization should have a policy or strategy for de-
ciding when and how risks should be assessed. 

In particular, those carrying out risk assessments should be clear about 

the context and objectives of the organization, 

the extent and type of risks that are tolerable, and how unacceptable risks are to 
be treated, 

how risk assessment integrates into organizational processes, 

methods and techniques to be used for risk assessment, and their contribution to 
the risk management process, 

accountability, responsibility and authority for performing risk assessment, 
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resources available to carry out risk assessment, 

how the risk assessment will be reported and reviewed. 

4.3 Risk assessment and the risk management process 

4.3.1 General 

Risk assessment comprises the core elements of the risk management process which 
are defined in JIS Q 31000 and contain the following elements: 

communication and consultation; 

establishing the context; 

risk assessment (comprising risk identification, risk analysis and risk evaluation); 

risk treatment; 

monitoring and review. 

Risk assessment is not a stand-alone activity and should be fully integrated into 
the other components in the risk management process. 

4.3.2 Communication and consultation 

Successful risk assessment is dependent on effective communication and consulta­
tion with stakeholders. 

Involving stakeholders in the risk management process will assist in 

developing a communication plan, 

defining the context appropriately, 

ensuring that the interests of stakeholders are understood and considered, 

bringing together different areas of expertise for identifying and analysing risk, 

ensuring that different view are appropriately considered in evaluating risks, 

ensuring that risks are adequately identified, 

securing endorsement and support for a treatment plan. 

Stakeholders should contribute to the interfacing of the risk assessment process with 
other management disciplines, including change management, project and programme 
management, and also financial management. 

4.3.3 Establishing the context 

Establishing the context defines the basic parameters for managing risk and sets 
the scope and criteria for the rest of the process. Establishing the context includes 
considering internal and external parameters relevant to the organization as a whole, 
as well as the background to the particular risks being assessed. 

In establishing the context, the risk assessment objectives, risk criteria, and risk 
assessment programme are determined and agreed. 

For a specific risk assessment, establishing the context should include the defini­
tion of the external, internal and risk management context and classification of risk 
criteria: 
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a) Establishing the external context involves familiarization with the environment 
in which the organization and the system operates including: 

cultural, political, legal, regulatory, financial, economic and competitive environ­
ment factors, whether international, national, regional or local; 

key drivers and trends having impact on the objectives of the organization; and 

perceptions and values of external stakeholders. 

b) Establishing the internal context involves understanding 

capabilities of the organization in terms of resources and knowledge, 

information flows and decision-making processes, 

internal stakeholders, 

objectives and the strategies that are in place to achieve them, 

perceptions, values and culture, 

policies and processes, 

standards and reference models adopted by the organization, and 

structures (e.g. governance, roles and accountabilities). 

c) Establishing the context of the risk management process includes 

defining accountabilities and responsibilities, 

defining the extent of the risk management activities to be carried out, includ­
ing specific inclusions and exclusions, 

defining the extent of the project, process, function or activity in terms of time 
and location, 

defining the relationships between a particular project or activity and other 
projects or activities of the organization, 

defining the risk assessment methodologies, 

defining the risk criteria, 

defining how risk management performance is evaluated, 

identifying and specifying the decisions and actions that have to be made, and 

identifying scoping or framing studies needed, their extent, objectives and the 
resources required for such studies. 

d) Defining risk criteria involves deciding 

the nature and types of consequence to be included and how they will be mea­
sured, 

the way in which probabilities are to be expressed, 

how a level of risk will be determined, 

the criteria by which it will be decided when a risk needs treatment, 

the criteria for deciding when a risk is acceptable and/or tolerable, 

whether and how combinations of risks will be taken into account. 
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Criteria can be based on sources such as 

agreed process objectives, 

criteria identified in specifications, 

general data sources, 

generally accepted industry criteria such as safety integrity levels, 

organizational risk appetite, 

legal and other requirements for specific equipment or applications. 

4.3.4 Risk assessment 

Risk assessment is the overall process of risk identification, risk analysis and risk 
evaluation. 

Risks can be assessed at an organizational level, at a departmental level, for projects, 
individual activities or specific risks. Different tools and techniques may be appro­
priate in different contexts. 

Risk assessment provides an understanding of risks, their causes, consequences and 
their probabilities. This provides input to decisions about: 

whether an activity should be undertaken; 

how to maximize opportunities; 

whether risks need to be treated; 

choosing between options with different risks; 

prioritizing risk treatment options; 

the most appropriate selection of risk treatment strategies that will bring adverse 
risks to a tolerable level. 

4.3.5 Risk treatment 

Having completed a risk assessment, risk treatment involves selecting and agree­
ing to one or more relevant options for changing the probability of occurrence, the effect 
of risks, or both, and implementing these options. 

This is followed by a cyclical process of reassessing the new level of risk, with a 
view to determining its tolerability against the criteria previously set, in order to decide 
whether further treatment is required. 

4.3.6 Monitoring and review 

As part of the risk management process, risks and controls should be monitored 
and reviewed on a regular basis to verify that 

assumptions about risks remain valid; 

assumptions on which the risk assessment is based, including the external and 
internal context, remain valid; 

expected results are being achieved; 

results of risk assessment are in line with actual experience; 

PROTECTED BY COPYRIGHT 

Full document details: JIS Q 31010-2012

http://www.avadocuments.com/doc/jis-q-31010-2012
http://www.avadocuments.com/doc/jis-q-31010-2012


7 
Q 31010 : 2012 (lEe/ISO 31010 : 2009) 

risk assessment techniques are being properly applied; 

risk treatments are effective. 

Accountability for monitoring and performing reviews should be established. 

5 Risk assessment process 

5.1 Overview 

Risk assessment provides decision-makers and responsible parties with an improved 
understanding of risks that could affect achievement of objectives, and the adequacy 
and effectiveness of controls already in place. This provides a basis for decisions about 
the most appropriate approach to be used to treat the risks. The output of risk as­
sessment is an input to the decision-making processes of the organization. 

Risk assessment is the overall process of risk identification, risk analysis and risk 
evaluation (see figure 1). The manner in which this process is applied is dependent 
not only on the context of the risk management process but also on the methods and 
techniques used to carry out the risk assessment. 

1 I 
J Establishing the context L 
I I 

I 
Risk assessment l 

J Risk identification L 
1 I 

Communication l Monitoring 
and J Risk analysis I and 

consultation 'I I review 

~ 
I Risk evaluation I 
'I I 

I ... 
J Risk treatment L 
I I 

I i 
Figure 1 Contribution of risk assessment to the risk management 

process 

Risk assessment may require a multidisciplinary approach since risks may cover 
a wide range of causes and consequences. 

5.2 Risk identification 

Risk identification is the process of finding, recognizing and recording risks. 

The purpose of risk identification is to identify what might happen or what situa­
tions might exist that might affect the achievement of the objectives of the system or 
organization. Once a risk is identified, the organization should identify any existing 
controls such as design features, people, processes and systems. 

The risk identification process includes identifying the causes and source of the risk 
(hazard in the context of physical harm), events, situations or circumstances which could 
have a material impact upon objectives and the nature of that impact. 
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Risk identification methods can include: 

evidence based methods, exam pIes of which are check -lists and reviews of histori­
cal data; 

systematic team approaches where a team of experts follow a systematic process 
to identify risks by means of a structured set of prompts or questions; 

inductive reasoning techniques such as HAZOP (see clause B.6). 

Various supporting techniques can be used to improve accuracy and completeness 
in risk identification, including brainstorming, and Delphi methodology. 

Irrespective of the actual techniques employed, it is important that due recognition 
is given to human and organizational factors when identifying risk. Hence, deviations 
of human and organizational factors from the expected should be included in the risk 
identification process as well as "hardware" or "software" events. 

5.3 Risk analysis 

5.3.1 General 

Risk analysis is about developing an understanding of the risk. It provides an input 
to risk assessment and to decisions about whether risks need to be treated and about 
the most appropriate treatment strategies and methods. 

Risk analysis consists of determining the consequences and their probabilities for 
identified risk events, taking into account the presence (or not) and the effectiveness 
of any existing controls. The consequences and their probabilities are then combined 
to determine a level of risk. 

Risk analysis involves consideration of the causes and sources of risk, their conse­
quences and the probability that those consequences can occur. Factors that affect 
consequences and probability should be identified. An event can have multiple con­
sequences and can affect multiple objectives. Existing risk controls and their effec­
tiveness should be taken into account. Various methods for these analyses are described 
in Annex B. More than one technique may be required for complex applications. 

Risk analysis normally includes an estimation of the range of potential consequences 
that might arise from an event, situation or circumstance, and their associated prob­
abilities, in order to measure the level of risk. However in some instances, such as 
where the consequences are likely to be insignificant, or the probability is expected to 
be extremely low, a single parameter estimate may be sufficient for a decision to be 
made. 

In some circumstances, a consequence can occur as a result of a range of different 
events or conditions, or where the specific event is not identified. In this case, the focus 
of risk assessment is on analysing the importance and vulnerability of components of 
the system with a view to defining treatments which relate to levels of protection or 
recovery strategies. 

Methods used in analysing risks can be qualitative, semi-quantitative or quantita­
tive. The degree of detail required will depend upon the particular application, the 
availability of reliable data and the decision-making needs of the organization. Some 
methods and the degree of detail of the analysis may be prescribed by legislation. 
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Qualitative assessment defines consequence, probability and level of risk by signifi­
cance levels such as "high", "medium" and "low", may combine consequence and prob­
ability, and evaluates the resultant level of risk against qualitative criteria. 

Semi-quantitative methods use numerical rating scales for consequence and prob­
ability and combine them to produce a level of risk using a formula. Scales may be 
linear or logarithmic, or have some other relationship; formulae used can also vary. 

Quantitative analysis estimates practical values for consequences and their prob­
abilities, and produces values of the level of risk in specific units defined when devel­
oping the context. Full quantitative analysis may not always be possible or desirable 
due to insufficient information about the system or activity being analysed, lack of data, 
influence of human factors, etc. or because the effort of quantitative analysis is not 
warranted or required. In such circumstances, a comparative semi-quantitative or 
qualitative ranking of risks by specialists, knowledgeable in their respective field, may 
still be effective. 

In cases where the analysis is qualitative, there should be a clear explanation of 
all the terms employed and the basis for all criteria should be recorded. 

Even where full quantification has been carried out, it needs to be recognized that 
the levels of risk calculated are estimates. Care should be taken to ensure that they 
are not attributed a level of accuracy and precision inconsistent with the accuracy of 
the data and methods employed. 

Levels of risk should be expressed in the most suitable terms for that type of risk 
and in a form that aids risk evaluation. In some instances, the magnitude of a risk 
can be expressed as a probability distribution over a range of consequences. 

5.3.2 Controls assessment 

The level of risk will depend on the adequacy and effectiveness of existing controls. 
Questions to be addressed include: 

what are the existing controls for a particular risk? 

are those controls capable of adequately treating the risk so that it is controlled 
to a level that is tolerable? 

in practice, are the controls operating in the manner intended and can they be 
demonstrated to be effective when required? 

These questions can only be answered with confidence if there are proper documen­
tation and assurance processes in place. 

The level of effectiveness for a particular control, or suite of related controls, may 
be expressed qualitatively, semi-quantitatively or quantitatively. In most cases, a high 
level of accuracy is not warranted. However, it may be valuable to express and record 
a measure of risk control effectiveness so that judgements can be made on whether 
effort is best expended in improving a control or providing a different risk treatment. 

5.3.3 Consequence analysis 

Consequence analysis determines the nature and type of impact which could occur 
assuming that a particular event situation or circumstance has occurred. An event 
may have a range of impacts of different magnitudes, and affect a range of different 
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objectives and different stakeholders. The types of consequence to be analysed and 
the stakeholders affected will have been decided when the context was established. 

Consequence analysis can vary from a simple description of outcomes to detailed 
quantitative modelling or vulnerability analysis. 

Impacts may have a low consequence but high probability, or a high consequence 
and low probability, or some intermediate outcome. In some cases, it is appropriate 
to focus on risks with potentially very large outcomes, as these are often of greatest 
concern to managers. In other cases, it may be important to analyse both high and 
low consequence risks separately. For example, a frequent but low-impact (or chronic) 
problem may have large cumulative or long-term effects. In addition, the treatment 
actions for dealing with these two distinct kinds of risks are often quite different, so 
it is useful to analyse them separately. 

Consequence analysis can involve: 

taking into consideration existing controls to treat the consequences, together with 
all relevant contributory factors that have an effect on the consequences; 

relating the consequences of the risk to the original objectives; 

considering both immediate consequences and those that may arise after a certain 
time has elapsed, if this is consistent with the scope of the assessment; 

considering secondary consequences, such as those impacting upon associated sys­
tems, activities, equipment or organizations. 

5.3.4 Likelihood analysis and probability estimation 

Three general approaches are commonly employed to estimate probability; they may 
be used individually or jointly: 

a) The use of relevant historical data to identify events or situations which have 
occurred in the past and hence be able to extrapolate the probability of their oc­
currence in the future. The data used should be relevant to the type of system, 
facility, organization or activity being considered and also to the operational stan­
dards of the organization involved. If historically there is a very low frequency of 
occurrence, then any estimate of probability will be very uncertain. This applies 
especially for zero occurrences, when one cannot assume the event, situation or 
circumstance will not occur in the future. 

b) Probability forecasts using predictive techniques such as fault tree analysis (FTA, 
see Annex B) and event tree analysis (ETA, see Annex B). When historical data 
are unavailable or inadequate, it is necessary to derive probability by analysis of 
the system, activity, equipment or organization and its associated failure or suc­
cess states. Numerical data for equipment, humans, organizations and systems 
from operational experience, or published data sources are then combined to pro­
duce an estimate of the probability of the top event. When using predictive tech­
niques, it is important to ensure that due allowance has been made in the analysis 
for the possibility of common mode failures involving the coincidental failure of a 
number of different parts or components within the system arising from the same 
cause. Simulation techniques may be required to generate probability of equip­
ment and structural failures due to ageing and other degradation processes, by 
calculating the effects of uncertainties. 
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c) Expert opinion can be used in a systematic and structured process to estimate 
probability. Expert judgements should draw upon all relevant available informa­
tion including historical, system-specific, organizational-specific, experimental, 
design, etc. There are a number of formal methods for eliciting expert judgement 
which provide an aid to the formulation of appropriate questions. The methods 
available include the Delphi approach, paired comparisons, category rating and 
absolute probability judgements. 

5.3.5 Preliminary analysis 

Risks may be screened in order to identify the most significant risks, or to exclude 
less significant or minor risks from further analysis. The purpose is to ensure that 
resources will be focussed on the most important risks. Care should be taken not to 
screen out low risks which occur frequently and have a significant cumulative effect. 

Screening should be based on criteria defined in the context. The preliminary analy-
sis determines one or more of the following courses of action: 

decide to treat risks without further assessment; 

set aside insignificant risks which would not justify treatment; 

proceed with more detailed risk assessment. 

The initial assumptions and results should be documented. 

5.3.6 Uncertainties and sensitivities 

There are often considerable uncertainties associated with the analysis of risk. An 
understanding of uncertainties is necessary to interpret and communicate risk analy­
sis results effectively. The analysis of uncertainties associated with data, methods and 
models used to identify and analyse risk plays an important part in their application. 
Uncertainty analysis involves the determination of the variation or imprecision in the 
results, resulting from the collective variation in the parameters and assumptions used 
to define the results. An area closely related to uncertainty analysis is sensitivity 
analysis. 

Sensitivity analysis involves the determination of the size and significance of the 
magnitude of risk to changes in individual input parameters. It is used to identify those 
data which need to be accurate, and those which are less sensitive and hence have less 
effect upon overall accuracy. 

The completeness and accuracy of the risk analysis should be stated as fully as pos­
sible. Sources of uncertainty should be identified where possible and should address 
both data and model/method uncertainties. Parameters to which the analysis is sen­
sitive and the degree of sensitivity should be stated. 

5.4 Risk evaluation 

Risk evaluation involves comparing estimated levels of risk with risk criteria de­
fined when the context was established, in order to determine the significance of the 
level and type of risk. 

Risk evaluation uses the understanding of risk obtained during risk analysis to make 
decisions about future actions. Ethical, legal, financial and other considerations, in­
cluding perceptions of risk, are also inputs to the decision. 
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Decisions may include: 

whether a risk needs treatment; 

priorities for treatment; 

whether an activity should be undertaken; 

which of a number of paths should be followed. 

The nature of the decisions that need to be made and the criteria which will be used 
to make those decisions were decided when establishing the context but they need to 
be revisited in more detail at this stage now that more is known about the particular 
risks identified. 

The simplest framework for defining risk criteria is a single level which divides risks 
that need treatment from those which do not. This gives attractively simple results 
but does not reflect the uncertainties involved both in estimating risks and in defin­
ing the boundary between those that need treatment and those that do not. 

The decision about whether and how to treat the risk may depend on the costs and 
benefits of taking the risk and the costs and benefits of implementing improved con­
trols. 

A common approach is to divide risks into three bands: 

a) an upper band where the level of risk is regarded as intolerable whatever benefits 
the activity may bring, and risk treatment is essential whatever its cost; 

b) a middle band (or 'grey' area) where costs and benefits, are taken into account and 
opportunities balanced against potential consequences; 

c) a lower band where the level of risk is regarded as negligible, or so small that no 
risk treatment measures are needed. 

The 'as low as reasonably practicable' or ALARP criteria system used in safety ap­
plications follows this approach, where, in the middle band, there is a sliding scale for 
low risks where costs and benefits can be directly compared, whereas for high risks 
the potential for harm must be reduced, until the cost of further reduction is entirely 
disproportionate to the safety benefit gained. 

5.5 Documentation 

The risk assessment process should be documented together with the results of the 
assessment. Risks should be expressed in understandable terms, and the units in which 
the level of risk is expressed should be clear. 

The extent of the report will depend on the objectives and scope of the assessment. 
Except for very simple assessments, the documentation can include: 

objectives and scope; 

description of relevant parts of the system and their functions; 

a summary of the external and internal context of the organization and how it 
relates to the situation, system or circumstances being assessed; 

risk criteria applied and their justification; 
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limitations, assumptions and justification of hypotheses; 

assessment methodology; 

risk identification results; 

data, assumptions and their sources and validation; 

risk analysis results and their evaluation; 

sensitivity and uncertainty analysis; 

critical assumptions and other factors which need to be monitored; 

discussion of results; 

conclusions and recommendations; 

references. 

If the risk assessment supports a continuing risk management process, it should 
be performed and documented in such a way that it can be maintained throughout the 
life cycle of the system, organization, equipment or activity. The assessment should 
be updated as significant new information becomes available and the context changes, 
in accordance with the needs of the management process. 

5.6 Monitoring and reviewing risk assessment 

The risk assessment process will highlight context and other factors that might be 
expected to vary over time and which could change or invalidate the risk assessment. 
These factors should be specifically identified for on-going monitoring and review, so 
that the risk assessment can be updated when necessary. 

Data to be monitored in order to refine the risk assessment should also be identi­
fied and collected. 

The effectiveness of controls should also be monitored and documented in order to 
provide data for use in risk analysis. Accountabilities for creation and reviewing the 
evidence and documentation should be defined. 

5.7 Application of risk assessment during life cycle phases 

Many activities, projects and products can be considered to have a life cycle start­
ing from initial concept and definition through realization to a final completion which 
might include decommissioning and disposal of hardware. 

Risk assessment can be applied at all stages of the life cycle and is usually applied 
many times with different levels of detail to assist in the decisions that need to be made 
at each phase. 

Life cycles phases have different requirements and need different techniques. For 
example, during the concept and definition phase, when an opportunity is identified, 
risk assessment may be used to decide whether to proceed or not. 

Where several options are available risk assessment can be used to evaluate alter­
native concepts to help decide which provides the best balance of positive and nega­
tive risks. 

During the design and development phase, risk assessment contributes to 
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ensuring that system risks are tolerable, 

the design refinement process, 

cost effectiveness studies, 

identifying risks impacting upon subsequent life-cycle phases. 

As the activity proceeds, risk assessment can be used to provide information to assist 
in developing procedures for normal and emergency conditions. 

6 Selection of risk assessment techniques 

6.1 General 

This clause describes how techniques for risk assessment may be selected. Annex A 
and Annex B list and further explain a range of tools and techniques that can be used 
to perform a risk assessment or to assist with the risk assessment process. It may 
sometimes be necessary to employ more than one method of assessment. 

6.2 Selection of techniques 

Risk assessment may be undertaken in varying degrees of depth and detail and using 
one or many methods ranging from simple to complex. The form of assessment and 
its output should be consistent with the risk criteria developed as part of establishing 
the context. Annex A illustrates the conceptual relationship between the broad cat­
egories of risk assessment techniques and the factors present in a given risk situation, 
and provides illustrative examples of how organizations can select the appropriate risk 
assessment techniques for a particular situation. 

In general terms, suitable techniques should exhibit the following characteristics: 

it should be justifiable and appropriate to the situation or organization under con­
sideration; 

it should provide results in a form which enhances understanding of the nature of 
the risk and how it can be treated; 

it should be capable of use in a manner that is traceable, repeatable and verifi­
able. 

The reasons for the choice of techniques should be given, with regard to relevance 
and suitability. When integrating the results from different studies, the technique used 
and outputs should be comparable. 

Once the decision has been made to perform a risk assessment and the objectives 
and scope have been defined, the techniques should be selected, based on applicable 
factors such as: 

the objectives of the study. The objectives of the risk assessment will have a 
direct bearing on the techniques used. For example, if a comparative study between 
different options is being undertaken, it may be acceptable to use less detailed con­
sequence models for parts of the system not affected by the difference; 

the needs of decision-makers. In some cases a high level of detail is needed to 
make a good decision, in others a more general understanding is sufficient; 
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the type and range of risks being analysed; 

the potential magnitude of the consequences. The decision on the depth to 
which risk assessment is carried out should reflect the initial perception of conse­
quences (although this may have to be modified once a preliminary evaluation has 
been completed); 

the degree of expertise, human and other resources needed. A simple 
method, well done, may provide better results than a more sophisticated procedure 
poorly done, so long as it meets the objectives and scope of the assessment. Ordi­
narily, the effort put into the assessment should be consistent with the potential 
level of risk being analysed; 

the availability of information and data. Some techniques require more in­
formation and data than others; 

the need for modification/updating of the risk assessment. The assessment 
may need to be modified/updated in future and some techniques are more amend­
able than others in this regard; 

any regulatory and contractual requirements. 

Various factors influence the selection of an approach to risk assessment such as 
the availability of resources, the nature and degree of uncertainty in the data and in­
formation available, and the complexity of the application (see table A.2). 

6.3 Availability of resources 

Resources and capabilities which may affect the choice of risk assessment techniques 
include: 

the skills experience capacity and capability of the risk assessment team; 

constraints on time and other resources within the organization; 

the budget available if external resources are required. 

6.4 The nature and degree of uncertainty 

The nature and degree of uncertainty requires an understanding of the quality, quan­
tity and integrity of information available concerning the risk under consideration. This 
includes the extent to which sufficient information about the risk, its sources and causes, 
and its consequences to the achievement of objectives is available. Uncertainty can 
stem from poor data quality or the lack of essential and reliable data. To illustrate, 
data collection methods may change, the way organizations use such methods may 
change or the organization may not have an effective collection method in place at all, 
for collecting data about the identified risk. 

Uncertainty can also be inherent in the external and internal context of the orga­
nization. Available data do not always provide a reliable basis for the prediction of 
the future. For unique types of risks, historical data may not be available or there 
may be different interpretations of available data by different stakeholders. Those un­
dertaking risk assessment need to understand the type and nature of the uncertainty 
and appreciate the implications for the reliability of the risk assessment results. These 
should always be communicated to decision-makers. 
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6.5 Complexity 

Risks can be complex in themselves, as, for example, in complex system which need 
to have their risks assessed across the system rather than treating each component 
separately and ignoring interactions. In other cases, treating a single risk can have 
implications elsewhere and can impact on other activities. Consequential impacts and 
risk dependencies need to be understood to ensure that in managing one risk, an in­
tolerable situation is not created elsewhere. Understanding the complexity of a single 
risk or of a portfolio of risks of an organization is crucial for the selection of the ap­
propriate method or techniques for risk assessment. 

6.6 Application of risk assessment during life cycle phases 

Many activities, projects and products can be considered to have a life cycle start­
ing from initial concept and definition through realization to a final completion which 
might include decommissioning and disposal of hardware. 

Risk assessment can be applied at all stages of the life cycle and is usually applied 
many times with different levels of detail to assist in the decisions that need to be made 
at each phase. 

Life cycle phases have different needs and require different techniques. For example 
during the concept and definition phase, when an opportunity is identified, risk as­
sessment may be used to decide whether to proceed or not. 

Where several options are available, risk assessment can be used to evaluate al­
ternative concepts to help decide which provides the best balance of risks. 

During the design and development phase, risk assessment contributes to 

ensuring that system risks are tolerable, 

the design refinement process, 

cost effectiveness studies, 

identifying risks impacting upon subsequent life-cycle phases. 

As the activity proceeds, risk assessment can be used to provide information to assist 
in developing procedures for normal and emergency conditions. 

6.7 Types of risk assessment techniques 

Risk assessment techniques can be classified in various ways to assist with under­
standing their relative strengths and weaknesses. The tables in Annex A correlate some 
potential techniques and their categories for illustrative purposes. 

Each of the techniques is further elaborated upon in Annex B as to the nature of 
the assessment they provide and guidance to their applicability for certain situations. 
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Annex A (informative) 

Comparison of risk assessment techniques 

A.I Types of technique 

The first classification shows how the techniques apply to each step of the risk as-
sessment process as follows: 

risk identification; 

risk analysis-consequence analysis; 

risk analysis-qualitative, semi-quantitative or quantitative probability estimation; 

risk analysis-assessing the effectiveness of any existing controls; 

risk analysis-estimation of the level of risk; 

risk evaluation. 

For each step in the risk assessment process, the application of the method is de­
scribed as being either strongly applicable, applicable or not applicable (see table A.l). 

A.2 Factors influencing selection of risk assessment techniques 

N ext the attributes of the methods are described in terms of 

complexity of the problem and the methods needed to analyse it, 

the nature and degree of uncertainty of the risk assessment based on the amount 
of information available and what is required to satisfy objectives, 

the extent of resources required in terms of time and level of expertise, data needs 
or cost, 

whether the method can provide a quantitative output. 

Examples of types of risk assessment methods available are listed in table A.2 where 
each method is rated as high medium or low in terms of these attributes. 
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Table A.1 Applicability of tools used for risk assessment 

Tools and techniques Risk assessment process See 

Risk Risk analysis Risk 
Annex B 

identifica -
Conse- Prob- Level of 

evalua-
tion tion 

quence ability risk 

Brainstorming SA NA NA NA NA B.I 

Structured or semi -structured interviews SA NA NA NA NA B.2 

Delphi SA NA NA NA NA B.3 

Check-lists SA NA NA NA NA B.4 

Preliminary hazard analysis (PHA) SA NA NA NA NA B.5 

Hazard and operability studies (HAZOP) SA SA A A A B.6 

Hazard Analysis and Critical Control SA SA NA NA SA B.7 
Points (HACCP) 

Environmental risk assessment SA SA SA SA SA B.8 

Structured "What-if?" (SWIFT) SA SA SA SA SA B.9 

Scenario analysis SA SA A A A B.IO 

Business impact analysis (BIA) A SA A A A B.II 

Root cause analysis (RCA) NA SA SA SA SA B.12 

Failure mode effect analysis (FMEA) SA SA SA SA SA B.13 

Fault tree analysis (FTA) A NA SA A A B.14 

Event tree analysis (ETA) A SA A A NA B.15 

Cause and consequence analysis A SA SA A A B.16 

Cause-and-effect analysis SA SA NA NA NA B.17 

Layer of protection analysis (LO PA) A SA A A NA B.18 

Decision tree NA SA SA A A B.19 

Human reliability assessment (HRA) SA SA SA SA A B.20 

Bow tie analysis NA A SA SA A B.21 

Reliability centred maintenance (RCM) SA SA SA SA SA B.22 

Sneak circuit analysis (SCA) A NA NA NA NA B.23 

Markov analysis A SA NA NA NA B.24 

Monte Carlo simulation NA NA NA NA SA B.25 

Bayesian statistics and Bayes Nets NA SA NA NA SA B.26 

FN curves A SA SA A SA B.27 

Risk indices A SA SA A SA B.28 

Consequence/probabili ty matrix SA SA SA SA A B.29 

Costibenefit analysis (CBA) A SA A A A B.3O 

Multi-criteria decision analysis (MCDA) A SA A SA A B.31 

SA: Strongly applicable. NA: Not applicable. A: Applicable. 
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Table A.2 Attributes of a selection of risk assessment tools 

Type of risk Descri ption Relevance of infl uencing factors Can provide 
assessment 

Resources Nature and Complexity 
Quantitative 

technique 
and degree of 

output 

capability uncertainty 

LOOK-UP METHODS 

Check -lists A simple form of risk identifica- Low Low Low No 
tion. A technique which provides 
a listing of typical uncertainties 
which need to be considered. 
Users refer to a previously devel-
oped list, codes or standards. 

Preliminary A simple inductive method of Low High Medium No 
hazard analysis whose objective is to 
analysis identify the hazards and hazard-

ous situations and events that 
can cause harm for a given 
activity, facility or system 

SUPPORTING METHODS 

Structured A means of collecting a broad set Low Low Low No 
Interview and of ideas and evaluation, ranking 
brainstorming them by a team. Brainstorming 

may be stimulated by prompts or 
by one-on-one and one-on-many 
interview techniques. 

Delphi A means of combining expert Medium Medium Medium No 
technique opinions that may support the 

source and influence identifica-
tion, probability and consequence 
estimation and risk evaluation. 
It is a collaborative technique for 
building consensus among 
experts. 

Involving independent analysis 
and voting by experts 

SWIFT A system for prompting a team to Medium Medium Any No 
Structured identify risks. Normally used 
"what-if' within a facilitated workshop. 

Normally linked to a risk analy-
sis and evaluation technique 

Human Human reliability assessment Medium Medium Medium Yes 
reliability (HRA) deals with the impact of 
assessment humans on system performance 
(HRA) and can be used to evaluate 

human error influences on the 
system. 
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Table A.2 (continued) 

Type of risk Description Relevance of influencing factors Can provide 
assessment 

Resources Nature and Complexity 
Quantitative 

technique 
and degree of 

output 

capability uncertainty 

SCENARIO ANALYSIS 

Root cause A single loss that has occurred is Medium Low Medium No 
analysis analysed in order to understand 
(single loss contributory causes and how the 
analysis) system or process can be 

improved to avoid such future 
losses. The analysis shall con-
sider what controls were in place 
at the time the loss occurred and 
how controls might be improved. 

Scenario Possible future scenarios are Medium High Medium No 
analysis identified through imagination or 

extrapolation from the present 
and different risks considered 
assuming each of these scenarios 
might occur. This can be done 
formally or informally qualita-
tively or quantitatively. 

Toxicological Hazards are identified and High High Medium Yes 
risk assess- analysed and possible pathways 
ment by which a specified target might 

be exposed to the hazard are 
identified. Information on the 
level of exposure and the nature 
of harm caused by a given level 
of exposure are combined to give 
a measure of the probability that 
the specified harm will occur. 

Business Provides an analysis of how key Medium Medium Medium No 
impact disruption risks could affect an 
analysis organization's operations and 

identifies and quantifies the 
capabilities that would be 
required to manage it. 

FTA A technique which starts with High High Medium Yes 
the undesired event (top event) 
and determines all the ways in 
which it could occur. These are 
displayed graphically in a logical 
tree diagram (hereafter referred 
to as "fault tree"). Once the fault 
tree has been developed, consid-
eration should be given to ways 
of reducing or eliminating poten-
tial causes/sources. 

ETA U sing inductive reasoning to Medium Medium Medium Yes 
translate probabilities of different 
initiating events into possible 
outcomes 
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Table A.2 (continued) 

Descri ption Relevance of infl uencing factors Can provide 

Resources Nature and Complexity 
Quantitative 

and degree of 
output 

capability uncertainty 

A combination of fault and event High Medium High Yes 
tree analysis that allows inclu-
sion of time delays. Both causes 
and consequences of an initiating 
event are considered. 

An effect can have a number of Low Low Medium No 
contributory factors which may 
be grouped into different catego-
ries. Contributory factors are 
identified often through brain-
storming and displayed in a tree 
structure or fishbone diagram. 

FUNCTION ANALYSIS 

FMEAand FMEA (Failure Mode and Effect Medium Medium Medium Yes 
FMECA Analysis) is a technique which 

identifies failure modes and 
mechanisms, and their effects. 

There are several types of FMEA: 
Design (or product) FMEA which 
is used for components and 
products, System FMEA which is 
used for systems, Process FMEA 
which is used for manufacturing 
and assembly processes, Service 
FMEA and Software FMEA. 

FMEA may be followed by a criti-
cality analysis which defines the 
significance of each failure mode, 
qualitatively, semi-qualitatively, 
or quantitatively (FMECA). The 
criticality analysis may be based 
on the probability that the failure 
mode will result in system failure, 
or the level of risk associated 
with the failure mode, or a risk 
priority number. 

Reliability- A method to identify the policies Medium Medium Medium Yes 
centred that should be implemented to 
maintenance manage failures so as to effi-

ciently and effectively achieve 
the required safety, availability 
and economy of operation for all 
types of equipment 
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Table A.2 (continued) 

Type of risk Description Relevance of influencing factors Can provide 
assessment 

Resources Nature and Complexity 
Quantitative 

technique 
and degree of 

output 

capability uncertainty 

Sneak A methodology for identifying Medium Medium Medium No 
analysis design errors. A sneak condition 

(Sneak circuit is a latent hardware, software, or 

analysis) integrated condition that may 
cause an unwanted event to 
occur or may inhibit a desired 
event and is not caused by com-
ponent failure. These conditions 
are characterized by their ran-
dom nature and ability to escape 
detection during the most rigor-
ous of standardized system tests. 
Sneak conditions can cause 
improper operation, loss of sys-
tem availability, program delays, 
or even death or injury to 
personnel. 

HAZOP A general process of risk identifi- Medium High High No 
cation to define possible devia-
tions from the expected or 
intended performance. It uses a 
guideword based system. 

The criticalities of the deviations 
are assessed. 

HACCP A systematic, proactive, and Medium Medium Medium No 

Hazard preventive system for assuring 

analysis and product quality, reliability and 

critical control safety of processes by measuring 

points and monitoring specific charac-
teristics which are required to be 
wi thin defined limits 

CONTROLS ASSESSMENT 

LOPA (May also be called barrier analy- Medium Medium Medium Yes 
(Layers of sis). It allows controls and their 
protection effectiveness to be evaluated. 
analysis) 

Bow tie A simple diagrammatic way of Medium High Medium Yes 
analysis describing and analysing the 

pathways of a risk from hazards 
to outcomes and reviewing con-
troIs. It can be considered to be 
a combination of the logic of a 
fault tree analysing the cause of 
an event (represented by the knot 
of a bow tie) and an event tree 
analysing the consequences. 
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Table A.2 ( concluded) 

Descri ption Relevance of infl uencing factors Can provide 

Resources Nature and Complexity 
Quantitative 

and degree of 
output 

capability uncertainty 

STATISTICAL METHODS 

Markov Markov analysis, sometimes High Low High Yes 
analysis called State-space analysis, is 

commonly used in the analysis of 
repairable complex systems that 
can exist in multiple states, 
including various degraded 
states. 

Monte Carlo Monte Carlo simulation is used High Low High Yes 
simulation to establish the aggregate varia-

tion in a system resulting from 
variations in the system, for a 
number of inputs, where each 
input has a defined distribution 
and the inputs are related to the 
output via defined relationships. 
The analysis can be used for a 
specific model where the inter-
actions of the various inputs can 
be mathematically defined. The 
inputs can be based upon a 
variety of distribution types 
according to the nature of the 
uncertainty they are intended to 
represent. For risk assessment, 
triangular distributions or beta 
distributions are commonly used. 

Bayesian A statistical procedure which High Low High Yes 
analysis utilizes prior distribution data to 

assess the probability of the 
resul t. Bayesian analysis 
depends upon the accuracy of the 
prior distribution to deduce an 
accurate result. Bayesian belief 
networks model cause-and-effect 
in a variety of domains by 
capturing probabilistic relation-
ships of variable inputs to derive 
a result. 
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Bol Brainstorming 

Bo1.1 Overview 

Annex B (informative) 

Risk assessment techniques 

Brainstorming involves stimulating and encouraging free-flowing conversation 
amongst a group of knowledgeable people to identify potential failure modes and as­
sociated hazards, risks, criteria for decisions and/or options for treatment. The term 
"brainstorming" is often used very loosely to mean any type of group discussion. 
However true brainstorming involves particular techniques to try to ensure that people's 
imagination is triggered by the thoughts and statements of others in the group. 

Effective facilitation is very important in this technique and includes stimulation 
of the discussion at kick-off, periodic prompting of the group into other relevant areas 
and capture of the issues arising from the discussion (which is usually quite lively). 

Bo1.2 Use 

Brainstorming can be used in conjunction with other risk assessment methods de­
scribed below or may stand alone as a technique to encourage imaginative thinking 
at any stage of the risk management process and any stage of the life cycle of a sys­
tem. It may be used for high-level discussions where issues are identified, for more 
detailed review or at a detailed level for particular problems. 

Brainstorming places a heavy emphasis on imagination. It is therefore particularly 
useful when identifying risks of new technology, where there is no data or where novel 
solutions to problems are needed. 

Bo1.3 Inputs 

A team of people with knowledge of the organization, system, process or applica­
tion being assessed. 

Bo1.4 Process 

Brainstorming may be formal or informal. Formal brainstorming is more structured 
with participants prepared in advance and the session has a defined purpose and 
outcome with a means of evaluating ideas put forward. Informal brainstorming is less 
structured and often more ad -hoc. 

In a formal process: 

the facilitator prepares thinking prompts and triggers appropriate to the context 
prior to the session; 

objectives of the session are defined and rules explained; 

the facilitator starts off a train of thought and everyone explores ideas identifying 
as many issues as possible. There is no discussion at this point about whether things 
should or should not be in a list or what is meant by particular statements because 
this tends to inhibit free-flowing thought. All input is accepted and none is criti­
cized and the group moves on quickly to allow ideas to trigger lateral thinking; 
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the facilitator may set people off on a new track when one direction of thought is 
exhausted or discussion deviates too far. The idea however, is to collect as many 
diverse ideas as possible for later analysis. 

B.I.5 Outputs 

Outputs depend on the stage of the risk management process at which it is applied, 
for example at the identification stage, outputs might be a list of risks and current 
controls. 

B.I.6 Strengths and limitations 

Strengths of brainstorming include: 

it encourages imagination which helps identify new risks and novel solutions; 

it involves key stakeholders and hence aids communication overall; 

it is relatively quick and easy to set up. 

Limitations include: 

participants may lack the skill and knowledge to be effective contributors; 

since it is relatively unstructured, it is difficult to demonstrate that the process 
has been comprehensive, e.g. that all potential risks have been identified; 

there may be particular group dynamics where some people with valuable ideas 
stay quiet while others dominate the discussion. This can be overcome by com­
puter brainstorming, using a chat forum or nominal group technique. Computer 
brainstorming can be set up to be anonymous, thus avoiding personal and politi­
cal issues which may impede free flow of ideas. In nominal group technique ideas 
are submitted anonymously to a moderator and are then discussed by the group. 

B.2 Structured or semi-structured interviews 

B.2.1 Overview 

In a structured interview, individual interviewees are asked a set of prepared ques­
tions from a prompting sheet which encourages the interviewee to view a situation from 
a different perspective and thus identify risks from that perspective. A semi-structured 
interview is similar, but allows more freedom for a conversation to explore issues which 
anse. 

B.2.2 Use 

Structured and semi-structured interviews are useful where it is difficult to get 
people together for a brainstorming session or where free-flowing discussion in a group 
is not appropriate for the situation or people involved. They are most often used to 
identify risks or to assess effectiveness of existing controls as part of risk analysis. They 
may be applied at any stage of a project or process. They are a means of providing 
stakeholder input to risk assessment. 

B.2.3 Inputs 

Inputs include: 
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a clear definition of the objectives of the interviews; 

a list of interviewees selected from relevant stakeholders; 

a prepared set of questions. 

B.2.4 Process 

A relevant question set, is created to guide the interviewer. Questions should be 
open-ended where possible, should be simple, in appropriate language for the inter­
viewee and cover one issue only. Possible follow-up questions to seek clarification are 
also prepared. 

Questions are then posed to the person being interviewed. When seeking elabora­
tion, questions should be open-ended. Care should be taken not to "lead" the inter­
VIewee. 

Responses should be considered with a degree of flexibility in order to provide the 
opportunity of exploring areas into which the interviewee may wish to go. 

B.2.5 Outputs 

The outputs are the stakeholder's views on the issues which are the subject of the 
interviews. 

B.2.6 Strengths and limitations 

The strengths of structured interviews are as follows: 

structured interviews allow people time for considered thought about an issue; 

one-to-one communication may allow more in-depth consideration of issues; 

structured interviews enable involvement of a larger number of stakeholders than 
brainstorming which uses a relatively small group. 

Limitations are as follows: 

it is time-consuming for the facilitator to obtain multiple opinions in this way; 

bias is tolerated and not removed through group discussion; 

the triggering of imagination which is a feature of brainstorming may not be 
achieved. 

B.3 Delphi technique 

B.3.1 Overview 

The Delphi technique is a procedure to obtain a reliable consensus of opinion from 
a group of experts. Although the term is often now broadly used to mean any form of 
brainstorming, an essential feature of the Delphi technique, as originally formulated, 
was that experts expressed their opinions individually and anonymously while hav­
ing access to the other expert's views as the process progresses. 

B.3.2 Use 

The Delphi technique can be applied at any stage of the risk management process 
or at any phase of a system life cycle, wherever a consensus of views of experts is needed. 
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