JIS Rx1250 91 BN 4933L08 050491t 434 W

JAPANESE INDUSTRIAL STANDARD

Common bricks

@ JIS R 1250-»

Translated and Published
by

Japanese Standards Association

Printed in Japan

uDC 666.71

Documentsg



http://www.avadocuments.com/doc/jis-r-1250-0
http://www.avadocuments.com/doc/jis-r-1250-0

JIS Rx1250 91 EE 4y933L08 0504917 77?4 I

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing H

Copyright by the Japanese Industrial Standards
Sun Sep!04old;34:20t 204thils: JIS R 1250 0


http://www.avadocuments.com/doc/jis-r-1250-0
http://www.avadocuments.com/doc/jis-r-1250-0

JIS Rx1250 91 W@ 4933L08 0504918 OO WM

UDC 666.71
. ' JAPANESE INDUSTRIAL STANDARD JI1S
Common bricks R 1250-1991

1. Scope
This Japanese Industrial Standard specifies common bricks which are manu-
factured from clay as a raw material by mixing, forming, drying and burning
(hereafter referred to as the "bricks").
Remarks 1. Applicable standards are as follows:
JIS B 7516 Metal Rules
JIS Z 8401 Rules for Rounding off of Numerical Values

2. The units and numerical values given in { } in thisStandard are
. based on the traditional units.

2.  Classification
Bricks shall be classified as follows according to the quality and shape.
(1) Classification by quality
Class 2, Class 3 and Class 4
(2) Classification by shape
Solid type (Example Fig, 1)

Perforated type (Example Fig. 2, Example Fig. 3)

Example Fig. 1 Example Fig. 2 Example Fig. 3

Remarks: The shape, dimensions, and number of holes, excepting the
outside dimensions given in Table 2, are not specified.

3. Quality

3.1 Appearance Bricks shall be correct in shape, and be free from cracks and
flaws injurious to use.

3.2  Characteristics The quality of bricks shall be as given in Table 1.
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