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Non-Metallic Protection Tubes for Thermocouples R 1401-1987

1. Scope

This Japanese Industrial Standard specifies porcelain and quartz glass
based non-metallic protection tubes used for thermocouples, hereinafter
referred to as the "protection tubes".

Remark: The units and numerical values given in { } in this Stand-
ard are in accordance with the International System of
Units (SI).

A

2, Class, Symbol, and Service Temperature

The classes, symbols, and service temperatures of protection tubes
shall be as specified in Table 1.

. Table 1

Class Symbol tseex:gi(;-eature °C
Porcelain protection tube Special class PT 0 1600
Porcelain protection tube Class 1 PT 1 1500
Porcelain protection tube Class 2 PT 2 1400
Quartz glass protection tube QT 1000

Remark: The service temperature means the temperature at which
the protecting tube can withstand long hours' use in the
air,

‘ 3. Quality

3.1 Appearance Protection tubes shall have a correct shape and
smooth surfaces and be free from crazings and deflection obstructive to
their use.

3.2 Characteristics = The characteristics of protection tubes shall be .
‘ tested according to 5. and the results shall meet the requirements of Table
r 2-

Applicable Standards: |
JIS B 7507-Vernier Callipers
JIS B 7516-Metal Rules ‘

Reference Standard:

‘ JIS Z 8203-SI Units and the Use of their Multiples and of Certain other ;
Units |
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