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JAPANESE INDUSTRIAL STANDARD
JIS R 1614-1993
Testing method for corrosion of high performance
ceramics in acid and alkaline solutions

ERRATA 1994, 11.
Page Position Wrong Correct
4 Line 19 of 7.2 (2 ' (X, - X)? Y
() &i(n:-l—(kg/mz) s= /2% 1X) (kg/m?)
—

Remarks: This errata is for correcting the first edition of this Standard.

Japanese Standards Association

Documents

Document Sharing Hub

R 16141 document details: JIS R1614 0


http://www.avadocuments.com/doc/jis-r-1614-0
http://www.avadocuments.com/doc/jis-r-1614-0

JIS Rx1blY 93 BN 4933608 0515302 L43 BN

UDC 666.5/.7:620.193.41:620.193.42

JAPANESE INDUSTRIAL STANDARD

Testing method for
corrosion of high performance
ceramics in acid and
alkaline solutions

JIS R 1614+

Translated and Published
by

Japanese Standards Association

Printed in Japan Documents

Copyright by the Japanese Industrial Standards
Sun Sepl04old:H6e3t 04thils: JIS R 1614 0


http://www.avadocuments.com/doc/jis-r-1614-0
http://www.avadocuments.com/doc/jis-r-1614-0

In the event of any doubt arising,
the original Standard in Japanese is to be final authority.
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