JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS R 1624
(JECA/JSA)

Testing method for bending strength
of fine ceramic joint

ICS 81.060.30
Reference number : JIS R 1624 : 2010 (E)

Documents
Document Sharing Hub
Provided by IHS PR‘OTECTED E Ggens‘;ggn’g‘;o? T;;y{étcgl:ic University/9976803100 8 S

No reproduction or networking permitted without license from IHS

Full document details: JIS R 1624 2010

Not for Resale, 07/25/2014 05:07:13 MDT


http://avadocuments2026.com/doc/jis-r-1624-2010
http://avadocuments2026.com/doc/jis-r-1624-2010

R 1624 : 2010

Date of Establishment: 1995-10-01

Date of Revision: 2010-09-21

Date of Public Notice in Official Gazette: 2010-09-21

Investigated by: Japanese Industrial Standards Committee
Standards Board

Technical Committee on Ceramics

JIS R 1624:2010, First English edition published in 2012-04

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2012

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan

Boc t
Document Sharing Hub
X MANDVVDTALIM
Provided by IHS PROTECTED E Licensee=Hong Kong Polytechnic University/9976803100
No reproduction or networking permitted without license from IHS Not for Resale, 07/25/2014 05:07:13 MDT

Full document details: JIS R 1624 2010


http://avadocuments2026.com/doc/jis-r-1624-2010
http://avadocuments2026.com/doc/jis-r-1624-2010

R 1624 : 2010

Contents
Page

1 Scope ............................................................................................................................ 1
2 NOTINATIVE TEIETEIICES +vvrerereretrriiiiiiiitiiiiiiiiiiiii ittt et ittt seeietistasariaesiaenss 1
3 Terms And efiNTEIOTIS cecreercercrerrerrtrrrtrrierteirirestiretiesieretrecieeserstsrerserassersrssrncrersssnsnee 1
4 Apparatus and appPliances -reoeeseeeeerrriii e 2
5 Test piece .................................................................................................................... 4
5.1 Preparation of test pleces  cccrrrirrrneim 4
52 Types of test pieces ................................................................................................... 4
5.8 Cross-sectional Shape of test piece ......................................................................... 6
5.4 Dimensions of test piece ........................................................................................... 6
5.5 Rounding or chamfering of edges of test PIECE «eevrerererenir 6
5.6 Surface roughness of test piece ............................................................................... 7
5.7 Number of teSt PleCes rroeoeeeerrrrrrmiiiiaiii s 7
6 =Y 8 6 1= 710 W0 Yo 7
6.1 Measurement of dimensions of test pieces ............................................................ 7
6.2 Distance between support points and distance between loading points----------. 7
6.3 Installation of test PLECE #vrererenmmnninii 7
6.4 Atmosphere, raising temperature, holding time, and measurement of

=3 000 01N = N A b I TR TRLE 8
6.5 Displacement velocity of crosshead and breaking load ---------oeeeeeeeeeimiiiiiiiinnnnn. 8
6.6 Breakage starting point, breakage route and fractured surface--.--eeeevveeeeeeneeen. 8
7 ClalCULation ceeeeeeererrerrerererteiiiieiiiiiiiiietitieititrteitestetaesestststrasssssessetaessssassossossssscssssssnsnse 8
7.1 Calculation ofjojnt bending Strength ..................................................................... 8
7.2 Calculation of average of joint bending strength and standard deviation --.--.. 8
8 RePOTt cveeeeern i 9

@ Documents
Document Sharing Hub
Provided by IHS PROTECTED E Ggensggt;)g‘(gg;l;;ly{gcﬂ;ic University/9976803100
No reproduction or networking permitted without license from IHS Not for Resale, 07/25/2014 05:07:13 MDT

Full document details: JIS R 1624 2010


http://avadocuments2026.com/doc/jis-r-1624-2010
http://avadocuments2026.com/doc/jis-r-1624-2010

R 1624 : 2010

Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry, through deliberations at
the Japanese Industrial Standards Committee as the result of proposal for revision
of Japanese Industrial Standard submitted by Japan Fine Ceramics Association (JFCA)/
Japanese Standards Association (JSA) with the draft being attached, based on the
provision of Article 12 Clause 1 of the Industrial Standardization Law applicable to
the case of revision by the provision of Article 14.

Consequently JIS R 1624:1995 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public. The
relevant Minister and the Japanese Industrial Standards Committee are not responsible
for identifying the patent right, application for a patent after opening to the public,
utility model right or application for registration of utility model after opening to
the public.
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JAPANESE INDUSTRIAL STANDARD JIS R 1624 : 2010

Testing method for bending strength of
fine ceramic joint

1 Scope

This Japanese Industrial Standard specifies the test method for bending strength
at room temperature and elevated temperature of fine ceramic joint which is used as
high strength material for mechanical parts, structures, etc.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards
(including amendments) indicated below shall be applied.

JIS B 0601 Geometrical Product Specifications (GPS)—Surface texture: Profile
method—Terms, definitions and surface texture parameters

JIS B 0621 Definitions and designations of geometrical deviations
JIS B 7502 Micrometer callipers

JIS B 7503 Mechanical dial gauges

JIS B 7507 Vernier, dial and digital callipers

JIS R 1600 Glossary of terms relating to fine ceramics

JIS R 1601 Testing method for flexural strength (modulus of rupture) of fine
ceramics at room temperature

JIS R 1604 Testing method for flexural strength (modulus of rupture) of fine
ceramics at elevated temperature

JIS 7Z 8401 Guide to the rounding of numbers

3 Terms and definitions

For the purpose of this Standard, the terms and definitions in JIS R 1600 and the
following apply.

3.1 fine ceramic joint

a joint or bond of fine ceramic to metal or fine ceramic to fine ceramic (including in-
terfaces jointed by brazing, diffusion welding, adhesive bonding, etc.)

3.2 joint bending strength
nominal bending stress calculated from the maximum load applied to a test piece up

to the point of its breakage, in 4-point bending loading with the jointed interface(s) of
the test piece positioned between loading points

3.3 supporting jigs

jigs, in two pairs, used in 4-point bending loading, each comprising round bars or knife-
edges having a specific radius of curvature, for supporting the test piece at support
points and for applying load to the test piece
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