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R 2206-2 : 2007

Foreword

This translation has been made based on the original Japanese Indus-
trial Standard established by the Minister of Economy, Trade and Indus-
try through deliberations at the Japanese Industrial Standards Commit-
tee according to the proposal of establishing a Japanese Industrial Stan-
dard from the Technical Association of Refractories, Japan (TARJ)/Jap-
anese Standards Association (JSA), with a draft being attached, based
on the provision of Article 12 Clause 1 of the Industrial Standardization
Law.

Consequently JIS R 2206 : 1991 is withdrawn and replaced with JIS R
2206 series which have been established by dividing the former standard.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.

JIS R 2206 consists of the following 2 parts, under the general title “7est-
Ing methods for cold compressive strength of refractory bricks”:

FPart 1 Test without packing
Part 2 Test with packing
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JAPANESE INDUSTRIAL STANDARD JIS R 2206-2 : 2007

Testing methods for cold compressive strength of
refractory bricks—Part 2: Test with packing

Introduction

This Japanese Industrial Standard has been prepared based on the first edition of ISO
10059-2 published in 2003 with some modifications of the technical contents.

The portions given sidelines or dotted underlines are the matters not stated in the cor-
responding International Standard. A list of modifications with the explanations is given
in Annex JA.

1 Scope

This part of JIS R 2206 specifies a method for the determination of the cold compres-
sive strength of refractory bricks, particularly test method with packing.

NOTE : The International Standard corresponding to this part of JIS R 2206 and
the symbol which denotes the degree of correspondence are as follows.

ISO 10059-2:2003 Dense, shaped refractory products—Determination of
cold compressive strength—Part 2° Test with packing (MOD)

In addition, symbols which denote the degree of correspondence in the
contents between the relevant International Standrd and JIS are IDT
(identical), MOD(modified), and NEQ(not equivalent) according to ISO/
IEC Guide 21.

2 Normative references

The following standards contain provisions that, through references in this text, con-
stitute provisions of this part of JIS R 2206. The most recent editions of the standards
(including amendments) indicated below shall be applied:

JIS B 0621  Definitions and designations of geometrical deviations
JIS B 7507 Vernier, dial and digital callipers

JIS B 7524 Feeler gauges

JIS B 7526 Squares

JIS B 7721 Verification and calibration of the force measuring system of the tension/
compression testing machines

JIS R 2001 Glossary of terms used in refractory

JIS R 2206-1 7Testing methods for cold compressive strength of refractory bricks—
Part 1 Test without packing

JIS S 6032 Plastics rulers

JIS Z 8103 Glossary of terms used in measurement

JIS Z 8401 Guide to the rounding of numbers
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