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JAPANESE INDUS TRIAL STANDARD jis -
Chreme-Magnesia Brick R 2306-1976 -

1. Scepe

This Japanese Industrial Standard spec1f1es the fire bricks manufactured
substantially of chromite and magnesian raw matemals, heremafter referred

as the "chrome- -magnesia brick".

Remark: . - Units and values denoted in { } in this standard shall conform to
the International System of Units (S1), and are presented for
reference. 7

2. Clasgsifications

The chrome-magnesia brlcks shall be clagsified into ten classes by quahtles
as listed in Table 1.

Table 1

Classification 7 Symbol
Class 1 Gradel | CMB1
Class 1  Grade 2 ~ CMB 2
Class 1 Grade 3 "CMB 3
Class 1 Grade 4 CMB 4
Class 1  Grade 5 ' CMB 5
Class 2 Grade 1 CM 1 -
Class 2 Grade2 | CM 2
Class 2 Grade 3 CM 3
Class 2 Grade 4 - CM 4
Class 2 Grade 5 - CM 5

3. Qualities

3.1 - The chrome magnesia bricks shall be correct in-shapes and in
appearances, shall be free from flaws or cracks 1n]umous in use.

3.2 The properties of the chrome magne51a bricks shall conform to the
requirements as listed in Table 2.

~ Applicable Standards: (See page 4.).
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