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UDC 666.767:620,168.32539.215.2
JAPANESE INDUSTRIAL STANDARD JIS
Testing Method for Grain Size of

Refractory Mortar R 2502-1976
(Reaffirmed: 1986)

1. Scope

This Japanese Industrial Standard specifies the testing method for
grain size of refractory mortar.

2. Standard Sieve

, For standard sieve, test net sieve specified in JIS Z 8801 shall be
“used. :

;3. Sample

: The sample shall be taken by one bag or 50 kg from one inspection
“unit, and its approximately 5 kg, taken by reduction according to conical
i quartering or by means of a riffle sampler.

4. Operation

The operation shall be carried out according to the following methods:

(1) Further reduce the sample according to conical quartering or by
means of a riffle sampler, weigh out approximately 300 g, and
dry in a dryer at approximately 110°C for not less than 1 h
until it becomes constant quantity(l).

Note (1) The constant quantity means the fact that by drying
repeatedly for not less than 15 min, the difference
of masses before and after the drying has become
within 1 g.

(2) Weigh out the dried sample accurately approximately 100 g by
using an even balance to make the sample, transfer onto the test
net sieve of 74 uym (its sieve frame of 200 mm in diameter, 60 mm
in depth), and screen it in a water-filled container until pass-
ing through substances almost disappear with changing water.

Applicable Standard:
JIS Z 8801-Test Sieves
Reference Standard:

JIS Z 8203-SI Units and the Use of their Multiples and of Certain other

Units
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