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UDC 666.76:621.746

620.179.,7
JAPANESE INDUSTRIAL STANDARD JIS
Method of Test for Permanent Linear R 2554-1976
Change on Castable Refractories (Reaffirmed: 1986)

1, Scope

This Japanese Industrial Standard specifies the method of test for
permanent linear change by firing of castable refractories.

2. Sample
For the sample, the required amount shall be taken according to JIS
R 2551, and taking so care as not to absorb moisture, after temperature of

sample has reached room temperature, it shall be offered to test.

3. Apparatus and Devices

The apparatus and devices specified in 3. of JIS R 2553 shall be used,.
4, Operation

4,1 Determination Method of Water Amount The determination method of
- water amount shall be in accordance with 4. (1) of JIS R 2553,

3 4.2 Preparation of Test Piece The preparation of test piece shall be
- in accordance with 4. (2), (3) and (4) of JIS R 2553,

; 4,3 Measurement of Length before Firing For measurement of length

- before firing, after curing and detaching the die, immediately the overall

 length in longitudinal direction of test piece shall be measured by means
of a length gage at several portioms.

4.4 TFiring of Test Pilece The firing of test plece shall be in
accordance with 4., (4) of JIS R 2553. The test piece shall be of lateral
firing. :

4,5 Measurement of Length after Firing  For measurement of length after
firing, after cooling the test piece until room temperature, immediately
the” overall length in longitudinal direction of test piece shall be measured
at several portions.

Applicable Standards:
JIS R 2551-Sampling Method for Castable Refractories

JIS R 2553~-Method for Test for Crushing Strength and Modulus of
Rupture of Castable Refractories
JIS Z 8401-Rules for Rounding off of Numerical Values Documents
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