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'JIS R¥3201 81 MW 4933L08 ODLASAL 3 B | UDC 666.151
. JAPANESE INDUSTRIAL STANDARD - JI1s

Sheet Glasses . R 3201-1981

1. Scope

This Japanese Industnal Standard speclﬁes the sheet glasses (1) used mamly
for the windows of buildings and vehicles, and others.

Note (1) These shall be defined as the transparent sheet glasses generally
produced by the machme-drawmg method, having flat surfaces as
fusion-manufactured.

w0

Remark: For the frosted glasses made from sheet glasses, refer to Append]_x
to this standard.

‘ 2. Types and Grades -

2.1 Types The types by thiékness shall be as follows:
(1) 2 mm .' '
(2) 38 mm
2.2 Grades The gradés,shall be as follows:

(1) Grade A - A o
(2) Grade B

3. Quaiity )

The quality shall be as specified in Table 1.

Applicable Standards:

, JIS B 7502-Micrometer Callipers for External Measurement -
' ~ JIS B 7512-8teel Tape Measures o
- JIS B 7516-Metal Rules
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Table 1
Quality
Type of defect
Grade A Grade B
L. Permissible no,
Permissible no. of bubbles o of bubbles
Size of Permissible Permissible
Length of Length of Length of aggregate aggregate
heet
Iype | & e‘(ang)lass bubble: bubble: bubble: length of é‘fﬁé”:’ of length of
, 5 mm to 15 mm to 30 mm bubbles (2) ’ bubbles (%)
30 mm and over
15 mm excl. | 30 mm excl. | and over mm mm
Bubble 0.56 to
0.74 excl. 3 max. 1 max. 0 45 max.
2 mm 0 100 max.
Under 0.56 2 max, 0 0 30 max.
;:8? te‘;cl. . '3 max. 2 max. 0 50 max. 0 120 max.
3 mm
Under 1.09 2 max. 1 max. 0 30 max. 0 100 max.
Inclusion There shall be none which hinders serviceability.

Seam and wave

The vision through it shall not be excessively distorted.

Speck, clouding, scratch

There shall be none which excessively hinders the vision through it.

Crazing

There shall be none which is visually distinguishable.

Chip and flare

There shall be none whose width or length is not less than the thickness.

Warpage (%)

0.5 max.

1.0 max.

Note (2) The permissible aggregate length means the permissible limit to the sum of the lengtﬁs of the bubbles not
less than 5 mm in length.

T86T-108¢€ ¥

B 5 A799900 P09EELh HA T9 TO2ExY SIM



http://www.avadocuments.com/doc/jis-r-3201-1981
http://www.avadocuments.com/doc/jis-r-3201-1981

