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This Japanese Industrial Standard has been revised by the Minister of 
Economy, Trade and Industry through deliberations at the Japanese In-
dustrial Standards Committee as the result of proposal for revision of 
Japanese Industrial Standard submitted by Flat Glass Manufacturers 
Association of Japan (FGMAJ)/Japanese Standards Association (JSA) 
with a draft being attached, based on the provision of Article 12, para-
graph (1) of the Industrial Standardization Act applied mutatis mutandis 
pursuant to the provision of Article 16 of the said Act. This edition re-
places the previous edition (JIS R 3211:2015), which has been technically 
revised. 

However, JIS R 3211: 2015 may be applied in the JIS mark certification 
based on the relevant provisions of Article 30, paragraph (1), etc. of the 
Industrial Standardization Act until 19 April 2022. 

This JIS document is protected by the Copyright Act. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, published patent application or utility 
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent 
rights, published patent application or utility model rights. 
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Safety glazing materials for road vehicles 
 

Introduction 

  This Japanese Industrial Standard was established in 1979, and has gone through 
five revisions including this one. The last revision was made in 2015; this revision has 
been initiated to add the requirements for plastic glazing products intended for the 
windscreen of road vehicles. 

  No corresponding International Standard has been established at this point. 

1  Scope 

  This Standard mainly specifies requirements for the safety glazing materials to be 
used for the windows of road vehicles (hereafter referred to as safety glass). 

2  Normative reference 

  The following standard contains provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent edition of the standard (in-
cluding amendments) indicated below shall be applied. 

   JIS R 3212 Test methods of safety glazing materials for road vehicles 

3  Terms and definitions 

  For the purpose of this Standard, the following terms and definitions apply. 

3.1 

safety glass 

generic term for laminated glass, toughened glass, zone-toughened glass, plastic glaz-
ing and glass-plastics, that are glass products processed in such a way as to alleviate 
personal injuries caused by breakage of window glass 

3.2 

laminated glass 

glazing material manufactured by bonding two or more layers of glass with an inter-
layer of plastics so as to minimize the scattering of fragments in cases of breakage due 
to external force 

  Laminated glasses are classified into laminated glass A which has an interlayer with 
enhanced penetration resistance, and laminated glass B which has an interlayer with 
enhanced adhesiveness. 

3.3 

toughened glass 
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glazing material given a special treatment to form a strong compressive stress layer on 
the surface, so as to increase its strength against external force and temperature vari-
ation, and so that it crumbles into small granular chunks when broken 

3.4 

zone-toughened glass 

glazing material toughened such that when broken, it partly fractures into bigger 
fragments so as to secure the field of vision in driving 

3.5 

plastic glazing 

glazing material made of a hard synthetic plastic material such as polycarbonate (a 
polymer having carbonate bonding as principal chain) material and methacrylic plastic 
(a copolymer mainly composed of methyl methacrylate) material 

3.6 

glass-plastics 

glazing material consisting of one layer of glass, laminated glass or toughened glass, 
which faces the outside of the vehicle, and a plastic layer directly bonded to the glass 
layer or with an interlayer in between, which faces the inside of the vehicle 

3.7 

M1 

category of road vehicles used for carriage of not more than nine passengers, either 
having four or more wheels or having three wheels and a gross weight (gross mass) of 
over 1 t 

3.8 

other than M1 

road vehicles other than those categorized as M1 

3.9 

N1 

category of road vehicles used for carriage of freights, having four or more wheels and a 
gross weight not exceeding 3.5 t 

3.10 

road vehicle less than 40 km/h in maximum speed and other road vehicles 

road vehicles less than 40 km/h in maximum speed, large size special road vehicles 
(may be over 40 km/h in maximum speed) exempted from using the laminated glass A 
for the windscreen, and towed road vehicles 

3.11 

Head Injury Criterion (HIC) 
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value for indicating the degree of brain and skull bone injury resulting from impact 
due to collision, fall, etc. 

4  Classification and symbols 

  Classification and symbols of safety glass shall be as given in Table 1. 

 

Table 1  Classification and symbols of safety glass 

Type Symbol Division 
Laminated glass A L Conforming to quality requirements 

for laminated glass A given in Table 2. 
Laminated glass B Ḷ Conforming to quality requirements 

for laminated glass B given in Table 2. 
Zone-toughened glass Z Conforming to quality requirements 

for zone-toughened glass given in Ta-
ble 2. 

Toughened glass T Conforming to quality requirements 
for toughened glass given in Table 2. 

Plastic glazing RP Conforming to quality requirements 
for plastic glazing given in Table 2. 

Glass-plastics GP Conforming to quality requirements 
for glass-plastics given in Table 2. 

 

5  Quality 

5.1  General 

  The quality of safety glass, when tested according to Clause 6, shall satisfy the re-
quirements given in 5.2 to 5.19. The quality requirement items for respective types of 
safety glass shall be as listed in Table 2. 
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