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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of International Trade and Industry
through deliberations at Japanese Industrial Standards Committee in
accordance with the Industrial Standardization Law:

Date of Establishment: 1990-10-01

Date of Revision: 1996-07-01

Date of Public Notice in Official Gazette: 1996-07-01
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Ceramics

JIS R 3222:1996, First English edition published in 1999-02

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN
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JAPANESE INDUSTRIAL STANDARD JIS R 3222 :1996

Heat-strengthened glass

1 Secope This Japanese Industrial Standard specifies the heat strengthened glass(1)
to be used mainly for the external walls, openings, etc. of the buildings.

Note (1) The heat-strengthened glass are those of which mode of cracking has
been so made as to be similar to that of the plate glass materal, creat-
ing the compressive stress layer of an appropriate size on the glass surface
by heat treatment of the plate glass, increasing the breaking strength,
as well as, when 1t has been fractured.

Remarks: The normative references to this Standard are as given in the follow-

ing:

JIS B 7502
JIS B 7512
JIS B 7516
JIS R 3202
JIS R 3208
JIS 7 8401

Micrometer callipers
Steel tape measures

Metal rules

Float glass and polished plate glass
Heat absorbing glass

Rules for rounding off of numerical values

2 Types and symbols thereof The types and symbols thereof of the heat strength-
ened glass shall be as given in Table 1 according to the thicknesses.

Table 1 Types and symbols thereof

r_Type according to thicknﬁsses_-r Symbol I

6 mm HS-6
- J
8 mm H5-8
10 mm HS-10
I: 12 mm HS-12
— — ]

3 Quality

3.1 Appearance The appearance shall conform to the requirements of Table 2,

carrving out the test in accordance with 6.1.

Table 2 Appearance

Ttem

Crazing To be absent.

Appearance | ‘

Cracking | There shall be no cracking of not less than the thickness
of the material plate glass in width or length.

Graze There shall be no graze which is impedimental in use, |
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