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. @ JAPANESE INDUSTRIAL STANDARD J IS

Textile glass rovings R 3412-1991

1. Scope

This Japanese Industrial Standard specifies the textile glass rovings
(1) (hereafter referred to as the "rovings"), mainly used for reinforcement
of plastics.

Note (!) Rovings mean the alkaliless glass strands and strands laid
parallel and taut, and wound cylindrically.
Strands mean textile glass single fibres coated with
binder and collected without twists,

Remarks 1. In the case where a winding core is used, its inner
diameter is to be about 76 mm. However, by agreement
between parties concerned with delivery, cores with

. other dimensions may be used.

2. Applicable Standards to this Standard are shown in the
following:

JIS L 0101 Tex System to Designate Linear Density of
Fibres, Yarn Intermediate, Yarns and Other
Textile Materials

JIS R 3410 Glossary of Terms Relating to Textile Glass
JIS R 3420 Testing Methods of Textile Glass Products

3. The units and numerical values used in this Standard are
in accordance with the International System of Units (SI),
and those given in { } are in accordance with the tradi-

tional system of units and are appended for informative
reference.

. 2. Definitions

Definitions of main terms used in this Standard are in accordance with
JIS R 3410,

3. Classification and symbols

The classification and the symbols of rovings shall be as given in
Table 1 according to yarn number count.
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