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JAPANESE INDUSTRIAL STANDARD ' J18

~ Textile Glass Yarns R 3413-1990
1. Scope
. This Japanese Industrial Standard specifies.the textile glass yarns (1).

_ Note (1) The textile glass yarns mertioned in -this Standard are the
. : single yarns, twisted yarns and paralleled yarns.,

Remark: The units and numerical values given in { } in this Standard
are based on the traditional units and are currently
the criteria in force.

2. Divisions, Types and 'Symbols

. The divisions of glass yarns shall be as given in Table 1 according to
: the types of glass and diameters of s1ngle filament, and the types of glass
yarns and symbols thereof shall be as given in Tables 2 and 3

Table 1.

Division of Glass Yarns

Division- (2)

Type of glass

" Diameter of single filament

(Symbol) Diameter m Nom%nal diameter
ECB™ (ECB) Approx. 3 3(B)
ECD (ECS5) Approx. 5 5 (D)
ECDE (EC6) Approx. 6 6 (DE)
ECE (ECT) ‘Alkali-free glass (E) Approx, 7 7(E)
ECG (EC9) Approx. 9 9 (G)
ECH - (EC 10) Approx. 10 10 (H)
ECK (EC13) , Approx. 13 18 (K)
CCG  (CC9) Alkali glass (C) - Approx. 9 9 (G)

IS0 2078 (Textile glass~Yarns-Designation),

Remarks 1., Divisions shall be expressed as follows:

follows:

Note (%) Those given in ( ) indicate the division in accordance with

the lst English
character denotes the type of glass, the second English
chardacter C denotes the long glass fibers, namely the
continuous glass fibers in English, and the last. Engllsh
character denotes the symbol of- nom1na1 diameter.

2. Divisions in accordance with ISO 2078 are expressed as
the 1lst English character denotes-the symbol

of ‘the type of glass, the second English character C second
the long glass fibers, and the last digits denote the
i nominal diameter.

. Applicable Standards and Reference Standards:
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