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Textile glass fabrics R 3414-1992

1. Scope

This Japanese Industrial Standard specifies unprocessed(l) textile glass
fabrics(?) except glass staple yarn fabrics and glass roving fabrics.

Notes (') Herein, "unprocessed" means "in condition as woven up".
(?) Textile glass fabrics mean fabrics woven up from textile
glass yarns complying with JIS R 3413 or those processed
upon.
Remarks 1. The following standards are cited in this Standard.
JIS L 0101 Tex system to designate linear density of
fibres, yarn intermediate, yarns and other
. textile materials
JIS R 3410 Glossary of terms relating to textile glass
JIS R 3413 Textile glass yarns
JIS R 3420 Testing methods of textile glass Products
2. The units and numerical values given in { } in this
Standard are in accordance with the customary unit system,
and are appended for reference.

2. Definition

The definition of main terms used in this Standard shall be in accordance
with JIS R 3410.
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3. Class, kind and symbols

The textile glass fabrics shall be classified as given in Table 1 according
to kind of glass and type of weave and the kind and the symbols shall be as

given in Tables 2 to 7.

Table 1. Classification textile

glass fabrics

Figured weave (M) '

Class Kind of glass Type of weave
EP Alkaliless glass (E) Plain weave (P)
ES | Sateen weave (8)
ET Twill weave (T)
EL Leno weave (L)
EM
CcPp Alkali glass (C) Plain weave (P)

4. Quality

The quality of textile glass fabrics shall be tested according to 6. and
shall comply with each of the following specifications:

(1) Yarn number count(®) of yarns used in textile glass fabrics, density,
thickness, mass, tensile strength and type of weave shall be as given

in Tables 2 to 7.

Note (3) Herein, yarn number count is denoted by tex given in JIS
L 0101 and this value is based on 5.1.1 (method A) in

JIS R 3420.
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