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Glass fabrics for membrane structure R 3424-1990

1. Scope

This Japanese Industrial Standard specifies glass fabrics of non-
treatment (!) to be used for ground fabrics of membrane for membrane
structure building hereafter referred to as the "fabrics for membrane" (2).

Notes (1) The non-treatment means the condition woven as it is.
(2) Fabrics for membrane mean, as a rule, the woven fabrics

by using non-alkali textile glass yarns specified in JIS
R 3413.

Remarks 1. Applicable Standards to this Standard are shown in the
following:

. JIS L 0101 Tex System to Designate Linear Density of
: Fibres, Yarn Intermediates, Yarns and Other
Textile Materials

JIS R 3410 Glossary of Terms Relating to Textile Glass

JIS R 3413 Textile Glass Yarns

JIS R 3420 Testing Methods for Textile Glass Products

2. In this Standard the used units and numerical values
are in accordance with the International System of Units

(8I), those shown in { }, with the traditional system of
units and are informative reference values.

2. Definition
. For the purposes of this Standard main definitions are in accordance
with JIS R 3410,

3. Division, Classification and Symbols

The division of fabrics for membrane, according to the weave, shall be
as given in Table 1, and the classification and the symbol, as given in
= Table 2.

a

Reference Standard:

JIS Z 8203-S1 Units and the Use of their Multiples and of Certain

' other Units
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