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. JAPANESE INDUSTRIAL STANDARD JIS

Textile glass fabrics for surfacing R 3425-1993

1. Scope This Japanese Industrial Standard specifies the textile glass fabrics
for surfacing used for covering the heat insulating material and sound absorbing
material made of glass wool and rock wool and used mainly for buildings, ma-
chine facilities, etc. [hereafter referred to as “textile fabrics for surfacing"(*)].

Note (!) The textile fabrics for surfacing mean the textiles given the treat-
ment of fraying proof and the like in a state as it is woven, by
using the non-alkali glass yarn specified in JIS R 3413.

Remarks: The following standards are cited in this Standard:

JIS L 0101 Tex system to designate linear density of fibres,
yarn intermediate, yarns and other textile materials

. JIS R 3410 Glossary of terms relating to textile glass
JIS R 3413 Textile glass yarns
JIS R 3420 Testing methods of textile glass products

2. Definition The definition of the main terms used in this Standard shall be
in accordance with JIS R 3410.

3. Division, classification and symbol The division of the textile fabrics for
surfacing shall be as shown in Table 1 according to the way to weave, and the
classification and symbol shall be as in Table 2.

Table 1. Division of textile fabrics for surfacing

Division Way to weave
EPS Plain weave (P)

. ELS Leno weave (L)
ETS Twill weave (T)

Remarks: The division consists of the symbols of alphabet capitals of first,
second and third places which represent the classification of
glass, the way to weave and the textile fabrics for surfacing
respectively.

4. Quality The quality of textile fabrics for surfacing shall conform to the
following requirements when tested in accordance with Clause 6.

(1)  Yarn number count(?), density, mass and way to weave of textile fabrics for
surfacing shall be as shown in Table 2.

Note (3) The yarn number count shown here indicates the tex specified in
JIS L 0101 and this value is in accordance with Sub-clause 5.1.1
(Method A) in JIS R 3420.
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