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JAPANESE INDUSTRIAL STANDARD = J1'S

Methods for Sampling of - R 6003-1973
Abrasive Grains .

1. Scope

This standard specifies the methods for sampling and sample preparations to
determine the average qualities of abrasive grains of one lot.

2. General Matters

The general matters about sampling methods and sample preparation methods of
abrasive grains, and not specified matters in this standard apply to JIS M 8100~
Common Rules for Methods of Sampling Bulk Materials of Mining Products.

3. Sampling Methods

3.1 Method of Taking Increment The size of increment shall be over 200 g for
coarse grain (coarser grit sizes than #220) and over 20 gfor microgrits (finer grit
sizes than # 240), specified in JIS R 6001-Abrasive Grain Size. ~And take the
increments from lot which number is shown in Table 1. )

Table 1. Number of Increment

Size of lot (ton) Number of increment
Under 0.1 | Over 6
0.1to 0.3 excl. Over 8
0.3t0 1 excl. Qver 10
1 to 3 excl. | QOver 12
3 tol0 excl. Over 14
10 t0 30 incl. Over 16

3.2 Increment Sampling Devices As a rule, for coarse grain No. 10 scoop and
for fine grain No. 1 Scoop shall be used as the increment sampling devices.

Remark: When the device other than shown in attached Fig. 1is used, itis
required to take the capacity over the one shown in attached Fig. 1
and to be confirmed by actual test that it has no bias. '

3.3 Gross Sample Preparation Method The gross sample i's'prépared by
combining of the increments given in Table 1.

Reference Standards:

JIS M 8100-Common Rules for Methods of Sampling Bulk Materials of Mining |

Products ) 7 . |
JIS R 6001-Abrasive Grain. Size
JIS R 6111-Artificial Abrasives
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