= L ———

S R*I:.IJIJEI 73 mm 4933608 []Eli:“ll:llE' 2 - UD/C_BD_I_‘!MZML'J\ -

JAPANESE INDUSTRIAL STANDARD

Methods for Sampllng of .
Abraswe Grams o

JIS R 6003 m

fha_ns!ated_ and“_fpublis.hea'.'. . -
by

da'panes_e Standards Association

5 DoSnents
- . L T . ' _-i _

- Pro



http://www.avadocuments.com/doc/jis-r-6003-1973
http://www.avadocuments.com/doc/jis-r-6003-1973

" JIS R*b003 73 @ 4933608 00L9L43 4 M

Translation without guarantee
In the event of any doubt ariging, the original
standard in Japanese is to be evidence

R 6003-1973
Edition 2

Japanese Text
Established by Minister of International Trade and Industry

Date of Establishment: 1956-10-27
Date of Revigion: 1973-04-01
Date of Public Notice in Official Gazette; 1973-04-07

Investigated bGy:  Japanese Industrial Standards Committee

Technical Committee on Abrasives

Divisional Council on Ceramics

This English translation is published by:
fapanese Standards Association
1-24, Akasaka 4, Minato-ku,
Tokye 107 Japan

{© JSA, 1975

OEIR) - WA HIECH



http://www.avadocuments.com/doc/jis-r-6003-1973
http://www.avadocuments.com/doc/jis-r-6003-1973

IS R¥bO03 73 WM 4933L08 OOLTE4Y b B . yoc 01 021:690.113 -

JAPANESE INDUSTRIAL STANDARD ]IS
| Methods for Sampling of | 5 'R_'6003—11973 :

Abrasive Grains

1., Scope

This standard specifies the methods for _sampling &nd_sampl_e_' pﬁepﬂraﬁnns to
determine the average qualities of abrasive grains of one lot. . -

2. General ‘_I}.f-[g_t_térs

The general matters about sﬁ_-mpling méth‘dda and sample preparation -methﬂd$ of -
abrasive grains, and not specified matters in this standard apply to JIS M 8100-
Common Rules for Methods of Sampling Bulk Materials of Mining Products.

3. Sampling Méfhads

3.1 Method of Taking Increment The size of increment shall be over 200 g for
coarse grain (coarser grit sizes than #220) and over 20 g for microgrits (finer grit
sizes than # 240), specified in JIS R 6001-Abrasive Grain Size. = And take the
increments from lot which number is shown in Table 1. - o -

Table 1, Ni_lmber of I'nc._rément

Size of lot (ton) - | Number of increment

Under 0.1 — _ Over -6
0.1to 0.3excl.| Over -8
0.3tc 1 excl.] = Over 10
1 1o 3 ex{:l; Over 12 .
3 to 10 .e:;ccl'. e 1‘.31arua'_1:*'14r |

10 to 30 inc_ﬁL Over_-lﬁ_.

3.2 Increment Sampling Devices As a rule, for i:dar‘s'agrain No. 10 scoop and
for fine grain No. 1 Scoop shall be used as the increment sampling dev_ic.e_s. |

Remark: When the device other than shown in attached Fig. 1 is used, it is |
required to take the capacity over the one shown in attached Fig. 1
and to be confirmed by actual test that it has no bias. . :

3.3 Gross Sample Preparation Method The grﬁ'ss sample i’s'preparféd by
combining of the increments given in lable 1. L

Reference Standards:

JIS M 8100-Common Rules for Methods of Sampling Bulk Materials of Mininé N
Products R - e
JIS R 6001-Abrasive Grain. Size

JIS R 6111-Artificial Abrasives

.-'; - o ) | | | - A Documents



http://www.avadocuments.com/doc/jis-r-6003-1973
http://www.avadocuments.com/doc/jis-r-6003-1973

