- -
JIN Rxk0OID S MM 4933508 DOB7399 T WM

UDC 666,792:621.921.6:5639,215.2

JAPANESE INDUSTRIAL STANDARD

Coated abrasive grain sizes

JIS R 6010-»

Translated and Published
by

Japanese Standards Association

Printed ' - | Docuu‘ests



http://www.avadocuments.com/doc/jis-r-6010-1991
http://www.avadocuments.com/doc/jis-r-6010-1991

JIS Rxk010 91 ME 4933608 0067400 2 B

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.
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JAPANESE INDUSTRIAL STANDARD J IS

Coated abrasive grain sizes R 6010-1991

1. Scope

This Japanese Industrial Standard specifies abrasive grain sizes those
. artificial abrasives specified in JIS R 6111 which are used for abrasive
cloth and paper.

Remarks: The following Standards are cited in this Standard:
JIS R 6003-Methods for Sampling of Abrasive Grains

JIS R 6011-Testing Method for Grain Size of Coated Abrasive
Macrogrits

JIS R 6012-Testing Method for Grain Size of Coated Abrasive
Microgrits

JIS R 6111-Artificial Abrasives

2. Classification of grain sizes

The clagsification of grain sizes shall be as given in Table 1.

Table 1. Classification of grain sizes

Type | Class of grain size

Macrogrit P12 P16 P20 P24 P30 P36
P40 P50 P60 PS80 P1l00 P120
P150 Pi80 P220

Microgrit P240 P280 P320 P366 P400
P500 P600 P800 P1000 P1200

Remarks: The marking of the grain size shall indicate a P
before the number expressing the grain size, and

3. Grain-size distribution

* - 3.1 Macrogrits The grain-size distribution of macrogrit shall be tested
by screening( ), and €, &, & Q. & and A shall comply with the specifi-
cations of Table 2.

Note () This method shall be as given in JIS R 6011.
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