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‘ JAPANESE INDUSTRIAL STANDARD JI18s

Testing method for grain size of coated R 6011-1991
abrasive macrogrits (P12 - P220)

1. Scope

This Japanese Industrial Standard specifies the testing method for the grain

size of macrogrits (P12 to P220) recovered from coated abrasives and coated
. products.

Remarks: The following Standards are cited in this Standard:
JIS R 6003 Methods for Sampling of Abrasive Grains
JIS Z 8801 Test Sieves

2, Apparatus, Equipment and Master Grit

. 2.1 Tester A low tap tester of 156 impacts/min and 290 r.p.m. shall be used.

2.2 Sieves Standard sieves as specified in JIS Z 8801 with an inner frame
dimension of 200 mm and a depth of 45 mm, with the permissible range specified
in Annex 1, shall be used.

2.3 Balance A balance of 100 g or more in weighing capacity and not less
than 0.1 g in reciprocal sensibility shall be used.

2.4 Timer The timer, connected to the low tap tester, shall have an accuracy
of + 5 s when operated for 5 min.

2.5 Master Grit Master grit shall be prepared for each grain size, and shall
be used for correction of the grain size test on the basis of the reference values.

Informative
Reference: Master grit is given reference values by the Grinding Product -
Material Department (M.P.A.) of the Federal Material Test
‘ Organization of the Federal Republic of Germany.

Master grit can be purchased from the following:

Staatliche Materialpriifungsanstalt, Abteilung Schleifmitel
Grafenstrasse 2, D-6100 Darmstadt (Germany, F.R.)

3. Samples

Sample shall be prepared as given in JIS R 6003, dried at 105 & 5°C for 1
h, and cooled to room temperature in a desiccator.

4, Operation

4,1 Screening Test The screening test shall be as follows:

(1) Samples shall, as a rule, be 100 g, accurately measured to the nearest
0.1 g. Samples from recovered abrasives materials may be any given
. mass from 20 g to 100 g.
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