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R 6240 : 2008

Foreword

This translation has been made based on the original Japanese Industrial Standard
revised by the Minister of Economy, Trade and Industry, through deliberations at the
Japanese Industrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by Japan Grinding Wheel Association (GIS)/
Japanese Standards Association (JSA) with the draft being attached, based on the
provigion of Article 12 Clause 1 of the Industrial Standardization Law applicable to the
case of revision by the provision of Article 14.

Consequently JIS R 6240:2001 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS R 6240 : 2008

Testing methods of grinding wheels

Introduction

This Japanese Industrial Standard was established in 1968 and has gone through
6 revisions to this day. The last revision was made in 2001, and it has been revised
this time for the periodic review of every 5 years.

The corresponding International Standard has not been established at this point.

1 Scope

This Standard specifies the test methods of shape and dimensions, hardness grade,
grain volume percentage, unbalance and safety of grinding wheel.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS B 4650 Torque wrenches

JIS B 7502 Micrometer callipers

JIS B 7503 Dial gauges

JIS B 7507 Vernier, dial and digital callipers

JIS K 7202-2 Plastics—Determination of hardness—Part 2: Rockwell hardness
JIS R 6242 Bonded abrasive products—General requirements

JIS R 6243 Bonded abrasive products—Static balancing of grinding wheels—Test-
ing
JIS Z 2241 Method of tensile test for metallic materials

JIS Z 2245 Rockwell hardness test—Test method
JIS Z 8401 Guide to the rounding of numbers

3 Test items
The test items shall be as follows.

a) Shape and dimensions

b) Hardness grade

¢) Grain volume percentage
d) Unbalance

e) Safety

4 Test method

4.1 Shape and dimensions
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4.1.1 Owutside diameter
The measurement of outside diameter of grinding wheel shall be as follows.
a) Measure any two diameters crossing each other perpendicularly with vernier cal-

liper specified in JIS B 7507, and round off the average of these values to the
first decimal place according to JIS Z 8401 taking mm as the unit.

b) The measurement of the recessed diameter (P) and the diameter of parallel part

of fixing (J, K) shall be made according to a).
Further, P, J and K shall be in accordance with table 2 of JIS R 6242.

4.1.2 Thickness
The thickness of grinding wheel shall be as follows.

a) Measure the thickness of grinding wheel (except for cutting-off wheel and mounted
wheel) at four positions as shown in figure 1 with vernier calliper specified in JIS
B 7507, and round off the average of these values to the first decimal place ac-
cording to JIS Z 8401 taking mm as the unit.

Unit: mm

e mark shows
a measurement
position

Figure 1 Measurement position

b) The measurement of any thickness, such as the edge thickness etc., shall be in
accordance with a).

c¢) Measure the thickness of cutting-off wheel at four positions as shown in figure 1
with outside micrometer calliper specified in JIS B 7502, and round off the av-
erage of these values to the first decimal place according to JIS Z 8401 taking
mm as the unit.

d) Measure the thickness of mounted wheel at one or more measurable points se-
lected at random (see figure 2) with vernier calliper specified in JIS B 7507, and
round off the obtained value to the first decimal place according to JIS Z 8401
taking mm as the unit.
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