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Waterproof abrasive papers

Subclauses 8.1
and 8.2

(1) Kind by material of abrasives(symbol)
(2) Kind by grain size of abrasives

1996.2
ERRATA
Page Position Wrong Correct
5 The 2nd line of Subclause 6.3 - of(60x5)% for-- «+0f (65 5)%Z for-
6 (1) to (3) of Subclauses 8.1 |“__ " denotes to be inserted.
and 8.2 (1) Kind by basis weight of backing
(2) Kind by material of abrasives(symbol)
(3) Kind by grain size of abrasives
Remarks:This errata is for correcting the first edition of this Standard.
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In the event of any doubt arising,
the original Standard in Japanese is to be final authority.
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(:;tf> JAPANESE INDUSTRIAL STANDARD
Endless abrasive belts

1. Scope This Japanese Industrial Standard specifies the endless abrasive

belts (hereafter referred to as "abrasive belts") whose backing is made from

. an endless double weaving cloth and which is used, on a belt grinder, for
! the grinding and polishing work of metals, woods, or other materials.

UDC 666.792:621.922.024

JIS

R 6254-1994

Remarks 1. The following standards are cited in this Standard:

JIS L 1096 Testing methods for woven fabrics

JIS R 6001 Abrasive grain sizes

JIS R 6010 Coated abrasive grain sizes

JIS R 6111 Artificial abrasives

JIS Z 8401 Rules for rounding off of numerical values

2. The units and numerical values given in { } in this
Standard are based on the traditional units and are
appended for informative reference.

2. Classification Abrasive belts shall be classified according to the
material of abrasive and the grain size of abrasive as given in Table 1 or
Attached Table 1. The Attached Table 1 applies until March 31, 1997.

Table 1

Kind by materials of abrasives
(symbol)

Grade by
abrasive

grain size of

Alumina abrasives (A, WA, PA, HA, AZ)
Silicon carbide abrasives (C, GC)
Garnet (G)

P24, P30,
P60, P8O,

P36, P40, P50,
P100, P120, P150,

P180, P220, P240, P280,
P320, P360, P400, P500, P600

3. Quality

3.1 Appearance Abrasive belts shall be free from such defects for
utilization as flaws, wrinkles, breaks, holes, and unevenness of abrasive

coating.

3.2 Characteristics The characteristics of abrasive belts shall be as
given 1n Table 2 or Attached Table 2. The Attached Table 2 applies until
f March 31, 1997. The test for characteristics shall be carried out according

to 6.
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