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Foreword

This translation has been made based on the original Japanese Industrial
Standard established by the Minister of Economy, Trade and Industry,
through deliberations at the Japanese Industrial Standards Committee
in accordance with the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public which have technical properties. The relevant
Minister and the Japanese Industrial Standards Committee are not re-
sponsible for identifying the patent right, application for a patent after
opening to the public, utility model right or application for registration of
utility model after opening to the public which have the said technical
properties.
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JAPANESE INDUSTRIAL STANDARD JIS S 0022-3 : 2007

Guidelines for older persons and persons with disabilities—
Packaging and receptacles—Tactile indication for
1dentification

Introduction

This Japanese Industrial Standard specifies the guidelines for placing tactile indication
for identification on packaging and receptacles for many people including persons with
visual disabilities to identify consumer products safely and easily without errors with a
help of tactile indication for identification placed on packaging and receptacles.

This part of JIS S 0022 will enable appropriate tactile indication for identification to
be placed on packaging and receptacles, and at the same time, the spread of packaging
and receptacles attached with tactile indication for identification is expected.

1 Scope

This part of JIS S 0022 specifies the guidelines to be taken into consideration when
tactile indication for identification is placed on packaging and receptacles for many
people including persons with visual disabilities to identify products without errors in or-
dinary activities covering from purchase to segregation and discharge of consumer pro-
ducts.

NOTE : Distinctive shapes of packaging and receptacles are effective for tactile iden-
tification, and thus, are described in the examples in this part of JIS S
0022 as ones that are equivalent to tactile indication for identification.

2 Normative reference

The following standard contains provisions which, through reference in this text, con-
stitute provisions of this Standard. The most recent edition (including amendments) of
the standard indicated below shall be applied.

JIS S 0025 Guidelines for all people including elderly people with disabilities —
Packaging and receptacles—Tactile warnings of danger—Requirements
3 Terms and definitions
For the purposes of this Standard, the following definitions apply.

3.1 tactile indication for identification a generic name for indications by letters, figures,
etc. which utilize the tactile when a packaging or receptacle is touched for identification of
the products

3.2 embossed lettering Hiragana, Katakana, Kanji, alphabets and numeric characters
which are shown in a convex condition on a surface, a part of tactile indication for
identification

3.3 symbols signs and figures used for identification, a part of tactile indication for
identification
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3.4 notch a cut for identification on a part of an outer circumference of packaging
and receptacles, a part of tactile indication for identification

3.5 package presentation a generic name for types and shapes of packaging and re-
ceptacles

4 General consideration matters for tactile indication for identification
4.1 Products or package presentations requiring tactile indication for identification

Products or package presentations requiring tactile indication for identification are as
follows.

a) Among products that have a high possibility to cause physical risks by misuse and
accidental ingestion, those specified in JIS S 0025 shall be attached with convex
indication of danger warning on the packaging and receptacles.

Figure 1 shows an example of the indication.

Figure 1 Convex indication of danger warning

NOTE @ Products on which a convex indication of danger warning shall be applied
are shown below.

a) Insecticide and fungicide, herbicides and rodenticides for kitchen
gardens that “Poisonous and Deleterious Substances Control Law”
and “Agricultural Chemicals Regulation Law” apply

b) Among quasi drugs defined in “Pharmaceutical Affairs Law”, indoor
insecticides, rodenticides, repellent and others for household use that
are not directly applied on the human body

¢) Products under “danger when mixed with others”, those under “strict
prohibition of fire”, and those under “precautions against fire and high
temperature” (excluding cosmetics)

b) As ones equivalent to a danger, products that are physically harmful if accidentally
ingested shall be attached with tactile indication for identification on the packaging
and receptacles.

NOTE : Alcohols may be harmful if accidentally ingested by persons who physically
reject it or by children.

¢) For products whose package presentations are similar and which have a high possi-
bility to cause discomfort or damage by a misuse or accidental ingestion, tactile indi-
cation for identification should be attached on the packaging and receptacles.

NOTE 1 As a reference to judge the necessity of tactile indication for identifica-
tion, “needs map of tactile indication for identification” is shown in

Annex A.
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